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Product range 

Whatever  your need,  IXYS UK  can provide  the protection 
you require for your design 

With  a  reputation  as  one  of  the  world  leading  manufacturers  of  power 
semiconductor  devices,  IXYS  UK  is  renowned  for  high  quality  and  class 
leading  research, development, manufacture  and marketing of high power 
silicon products. 

This brochure details the range of ultra‐rapid semiconductor protection fuses 
available  for  the  power  electronics  industry  from  IXYS  UK,  specifically 
designed  to  provide  protection  for  power  semiconductors  against  circuit 
faults and to isolate failed devices. Utilising proven advanced technology, our 
fuses  provide  the  performance  and  characteristics  necessary  to meet  the 
levels of protection required in the onerous circuit conditions encountered in 
today’s and tomorrow’s power conversion equipment. 

The  IXYS UK  range of  fuses offers  fast‐acting, ultra  rapid protection against 
device  rupture,  external  short  circuits,  destructive  energy  let  through  and 
excessive peak currents. 

These  fuses  are  produced  using  proven,  advanced  technology  to 
international  standards.  The  majority  of  the  IXYS  UK  range  has  UL 
recognition. 

Applications 

• Protection of rectifiers, 
inverters, DC drives, UPS 
systems, reduced 
voltage motor starters 
and other equipment in 
globally accepted 
applications 

• PSC (Prospective short‐circuit) square body fuses 
o American standard, square body 
o French standard, European square body 
o German standard, European square body 

• British standard BS88 fuses 
• DIN80 standard fuses 
• French cylindrical fuses 
• Associated microswitches 
• Associated fuse holders 
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PSC Square body fuses 

Our  PSC  square  body  fuse  links  provide  maximum 
flexibility  in  equipment  design  and  ultimate  protection 
for today’s power conversion equipment. The 690/700V 
square body  fuse  links are available  in 4 different body 
sizes,  each  having  seven  worldwide  acceptable 
mounting styles. The 1250/1300V square body fuse links 
are  available  in  4  different  body  sizes  with  four 
mounting styles. 
 
Our PSC fuses have been engineered to provide state of 
the  art  protection  for  SCR’s,  diodes,  thyristors,  GTO’s 
and IGBT’s. 
 
All  fuse  links  are  equipped  with  a  low  voltage  trip 
indicator.  This  indicator  can operate  a  field mountable 
microswitch, also available from IXYS UK, which is easily 
mounted directly onto the fuse even while in service. 

• Extremely fast acting 
• Current limiting 
• Very low I2t 
• Worldwide acceptability 
• Superior cycling ability 
• Choice of mounting styles 
• Broad  range  of  current  ratings  in  a 

given body size 
• IEC  269‐4  compliance  for  worldwide 

semiconductor applications 
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Size A B C D d E G P
30 40 46.5 82 26 5/16" x 18 50.6 9 6
31 51 56.5 91 30 5/16" x 18 50.6 9 9
32 60 65.5 100 38 3/8" x 16 50.6 15 9
33 74.5 79.5 114 46 1/2" x 13 50.6 15 9  

Size A B C D E1 E2 H J K L e
USxB 30 40 46.5 82 47.5 68 107 25.5 10.5 30 129 6
USxB 31 51 56.5 91 47.5 68 107 25.5 10.5 30 129 6
USxB 32 60 65.5 100 47.5 74.5 109 32 14.6 32 134 6
USxB 33 74 79.5 114 48.5 75.4 107.6 40 15.9 32 134 6
USxD 30 40 46.5 82 47.5 87.6 126.6 25.5 10.5 30 148.6 6
USxD 31 51 56.5 91 47.5 91.6 122.4 25.5 14.6 30 148.6 6
USxD 32 60 65.5 100 47.5 94.2 129 32 14.6 32 153 6
USxD 33 74 79.5 114 48.5 94.2 126.6 40 15.9 32 153 6

Outline F1 

Outline F2 



 

European mounting style 

Fuse Type: Part Number Voltage Range (V) Body Size Outline

069UR0SxxxxB 690 40 550 30
069UR1SxxxxB 690 160 800 31
069UR2SxxxxB 450‐690 400 1800 32
069UR3SxxxxB 450‐690 500 2500 33
069UF0AxxxxB 690 63 400 30
069UF1AxxxxB 690 200 700 31
069UF2AxxxxB 690 400 1000 32
069UF3AxxxxB 690 500 1400 33
125UR0SxxxxB 1100‐1250 63 350 30
125UR1SxxxxB 1100‐1250 160 630 31
125UR2SxxxxB 1100‐1250 280 800 32
125UR3SxxxxB 600‐1250 315 1800 33

F3

F4

F3

660(690)V Blade Contact

600 ‐ 1250V End Contact

Current Range (A)

450 ‐ 660(690)V End Contact
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Size A B C D d E G M N P
30 40 46.5 82 26 M8 50.6 9 22 27 6
31 51 56.5 91 30 M8 50.6 9 19 24 9
32 60 65.5 100 38 M10 50.6 15 19 39 9
33 74.5 79.5 114 46 M12 50.6 15 24 39 9

Size A B C D E F H J K L e
30 40 62 96 44.6 76.6 38 18 9 11 110 6
31 51 69 103 44.6 86.6 39 25 10.5 16 110 6
32 60 78 112 44.6 91 43 32 13 21.2 126 6
33 74.5 92.5 127 44.6 91 57 40 13 19.5 126 6  
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Microswitches 
IXYS UK can offer a  range of microswitches  to suit 
our  American  square‐bodied  fuses,  European 
square‐bodied  fuses,  BS88  round  body  fuses  and 
BS88 square body fuses 

Microswitch system:  MS 3V 1 
Fuse sizes:    0, 1, 2, 3 
Indication style:  MS 3V 1‐5 = Standard NO‐NC 
      MS 3V 1‐5 BS = Low Level NO‐NC 
      MS 3V 1‐5 ET = Low Level NO‐NC IP 50 (9) 
      MS 3V 1‐9 BS = Low Level NO‐NC 

30V 110V 250V 30V 110V 250V

AC 50/60Hz 10 10 10 10 10 10 8.5 14
DC 8 0.4 0.2 4 0.2 0.1 12 20

AC 50/60Hz 3 3 3 2 1 1 8.5 14
DC 3 0.5 0.25 3 0.2 0.1 12 20

AC 50/60Hz 3 3 3 2 1 1 8.5 14
DC 3 0.5 ‐ 2 0.2 ‐ 12 20

AC 50/60Hz 3 3 3 2 1 1 8.5 14
DC 3 0.5 0.25 2 0.2 0.1 12 20

H.B.

10

3

3

3

MS 3V 1‐5

MS 3V 1‐5 BS

MS 3V 1‐5 ET

MS 3V 1‐9 BS

1000

20/50

10/10

10/10

10/10

Impulse 
Voltage test 
Vimp 1.2/50µs 

** (kV)

Fire Class 
according 
to UL 94

Non inductive circuit Inductive Circuit: L/R = 25ms
Part number

AC Insulation 
Voltage Rating 

*** (V)

Positive Operating 
Voltage/Current 

(V/mA)

Current 
Rating (A)

Interrupting Rating (A)

AC Voltage 
Withstand * (kV)Current (A)

Microswitch system:  MS 7V 1 
Fuse sizes:    0, 1, 2, 3 
Indication style:  MS 7V 1‐5 = Standard NO‐NC 
      MS 7V 1‐5 BS = Low Level NO‐NC 
      MS 7V 1‐5 ET = Low Level NO‐NC IP 50 (9) 
      MS 7V 1‐9 BS = Low Level NO‐NC 

30V 110V 250V 30V 110V 250V

AC 50/60Hz 10 10 10 10 10 10 8.5 14
DC 8 0.4 0.2 4 0.2 0.1 12 20

AC 50/60Hz 3 3 3 2 1 1 8.5 14
DC 3 0.5 0.25 3 0.2 0.1 12 20

AC 50/60Hz 3 3 3 2 1 1 8.5 14
DC 3 0.5 ‐ 2 0.2 ‐ 12 20

AC 50/60Hz 3 3 3 2 1 1 8.5 14
DC 3 0.5 0.25 2 0.2 0.1 12 20

10/10 3

MS 7V 1‐5 ET 10/10 3

MS 7V 1‐9 BS 10/10 3

Part number
AC Insulation 
Voltage Rating 

*** (V)

Positive Operating 
Voltage/Current 

(V/mA)

Current 
Rating (A)

Interrupting Rating (A)

AC Voltage 
Withstand * (kV)

Impulse 
Voltage test 
Vimp 1.2/50µs 

** (kV)

Fire Class 
according 
to UL 94

Current (A)

Non inductive circuit Inductive Circuit: L/R = 25ms

MS 7V 1‐5

1500

20/50 10

H.B.
MS 7V 1‐5 BS




