C65

CBB65 series

SERURERGRIXBENNESSE (EFER. 855, BHiIE)
Metallized polypropylene film AC motor cqpacﬂor
( column, aluminum case, anti-explosion )

m 5MEZE Outline Drawing
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CIEET m Features
® ;& FTHiER H50Hz/60HZ 3T B SR A BB Y ® Widely applied to starting and running of AC single-phase
HARE I ENFNEE motors at 50Hz/60Hz frequency power
® HHARM ® Self-healing property
o SiRENM, TEM ® Excellent stable performance and reliability
® [HFRIT, ERE ® Anti-explosion design, more safety

m Z4£i\iE Safety Approvals

PS cac GBJ/T 3667.1-2016 A.C. motor capacitors 5.0 uF ~ 85.0 uF, 450Vac,Class C, 50/60Hz,S2, SH,40/70/21
(FHE) JE 42 (Certificate No.): CQC03002004845
P VDE EN 60252-1:2011+A1:2013 A.C. motor capacitors 5.0 uF ~ 65 uF, 450Vac, Class C, 50/60Hz,S2,SH,40/70/21
— (fEE) iE 82 (Certificate No.): 40007023
P N UL/CUL UL 810,CSA C22.2.No.190 capacitors, “Protected” , 10000AFC, max. 540Vac,50/60Hz, max. 90°C
© us (EE/MEX) | IELS(File No.): E232771, CCN:CYWT2/8

m AREK Specifications

#iEHJE Rated Voltage 450Vac ( 50/60Hz )
1E1T% 2R Class of operation Class C
A &6 Bl Capacitance Range 5.0uF ~ 85.0uF
B A =Rz Capacitance Tolerance +5%, +10%, +15%
L &RhE LR Class of safety protection S2
%25 Climatic Category 40/70/21
5| [d Between Terminals: 900Vac(2s)

fit B JE Voltage Proof ‘
k55 Z 18 Between Terminals And Case : | 3 000Vac(60s)

B =15 fTHJE Maximum permissible voltage 1.1UN
& 5IE1THEH Maximum permissible current 1.3In
“#2%#fH Insulation Resistance(IR x Cn) = 3000s (20C, 100V,1min)
Cn < 10uF < 20x10™ ( 1kHz, 20°C )
%% f IE Y] Dissipation Factor 10uF < Cn < 33uF < 60x10™ ( 1kHz, 20°C )
Cn > 33uF < 80x10™ ( 1kHz, 20 )
RALREHIE Max tightening torque 4N-m(M8)~8N-m(M12)
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C65

CBB65 series

FEE%FBIEEA  Part number system
m 184 m AN T:
The 18 digits part number is formed as follow:

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

cC|6]5
E1~3 7 BSKE Digit 1to 3 Series code
C65=CBB65 C65=CBB65
FA4~BL  RAPEHEE Digit4to5  AC rated voltage
S2=450V S2=450V
#6~8L IRMBE Digit6to 8 Rated capacitance value
245, 505=50 x 10°pF=5.0uF For example: 505=50 x 10°pF=5.0uF
1o TEER Digit 9 Capacitance tolerance
J=+5% K=+10% J=+5%,K=+10%,
101 SN SN R ~F R G Digit 10 Dimension code
CBB65 Dimension code
D H Code D H Code D H Code D H Code D H Code
40 60 1 45 90 6 50 75 B 50 105 G 55 120 M
40 75 2 45 100 7 50 80 C 50 110 H 55 130 N
40 100 3 45 110 8 50 85 D 50 120 J 60 100 P
45 60 4 50 65 9 50 90 E 50 130 K 60 130 Q
45 75 5 50 70 A 50 100 F 55 110 L 60 135 R
#1116z A ERHFAEED Digit 11 Internal use
$12~1600 3| HHRE Digit 12 to 15 Terminals code
$16~18L  NEBFFAERD Digit 16 to 18 Internal use
m Table 1 5|Hi%A% Terminals code
% 12 {§ Digit 12 % 13 {& Digit 13 % 14 {& Digit 14 % 15{& Digit 15
Ellub 3. RER S KE EEHRBBME
Code Terminal form Code Fixed style Code length of lead wire Code With or without discharge resistor
8 AMP250# 5 TEP 1R M8 0 FRERR o Without resistor
HwREB2D Bottom—bolt M8 standard form

Two AMP250# 6 TERERFE M10

per side Bottom-bolt M10
7 TEP IR M12
Bottom-bolt M12
8 tHRE
Ring—clip in

the middle of case
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m JpMER~F Dimensions ( mm)

C65

CBB65 series

450Vac 450Vac
(3'::) D+2 Hx2 | P+05 Part number (ﬁ'l“:) D2 H+2 | P+05 Part number
5 40 60 16 C65S2505-10"***+++ 33 45 110 18 C6552336-80"***+++
6 40 60 16 C6582605-10"***+++ 35 45 110 18 C6582356—-80****+++
7 40 60 16 C65S2705-10****+++ 36 45 110 18 C65S2366—-80****+++
8 40 60 16 C6552805-10****+++ 40 50 110 18 C65S2406—HO****+++
10 40 60 16 C6552106—10****+++ 41 50 110 18 C65S2416-HO****+++
11 45 60 18 C65S52116—-40"***+++ 42 50 110 18 C65S2426-HO***+++
12 45 60 18 C65S52126—40"***+++ 45 50 110 18 C65S2456-HO****+++
14 45 60 18 C6552146—-40""**+++ 46 50 110 18 C65S2466—-HO****+++
11 40 75 16 C65S2116-20****+++ 47 55 110 20 C65S2476-L0****+++
12 40 75 16 C6582126-20****+++ 48 55 110 20 C65S2486-L0****+++
14 40 75 16 C6582146-20"***+++ 50 55 110 20 C65S2506—-L0****+++
15 40 75 16 C65S2156—-20"***+++ 52 55 110 20 C65S2526—-L0****+++
16 45 75 18 C65S2166-50"***+++ 53 55 110 20 C65S2536-L0****+++
17 45 75 18 C65S2176-50"***+++ 55 55 110 20 C65S2556—-L0****+++
17.5 45 75 18 C65S217E-50"***+++ 58 55 110 20 C65S2586—-L0****+++
20 45 75 18 C6552206-50"***+++ 47 50 120 18 C65S2476-J0****+++
25 50 75 18 C6552256-B0****+++ 48 50 120 18 C65S2486-J0****+++
26 50 75 18 C6552266-B0****+++ 50 50 120 18 C65S2506-J0****+++
30 50 85 18 C65S2306-D0****+++ 52 50 120 18 C65S2526-J0****+++
16 40 100 16 C6552166-30"***+++ 53 55 120 20 C65S2536-MO****+++
17 40 100 16 C65S2176-30"***+++ 54 55 120 20 C65S2546—-MO****+++
17.5 40 100 16 C65S217E-30"***+++ 55 55 120 20 C65S52556—-MO****+++
20 40 100 16 C65S52206-30****+++ 58 55 120 20 C65S2586—-MO****+++
25 40 100 16 C6552256-30****+++ 60 55 120 20 C65S2606—-MO****+++
26 45 100 18 C65S2266—70"***+++ 63 55 120 20 C65S2636—MO****+++
30 45 100 18 C65S2306—-70"***+++ 65 55 120 20 C65S2656—MO****+++
32 45 100 18 C65S2326-70"***+++ 53 50 130 18 C65S2536-K0****+++
33 50 100 18 C65S2336—F0****+++ 55 50 130 18 C6552556—-K0****+++
35 50 100 18 C65S2356—F0****+++ 58 50 130 18 C65S2586—-K0****+++
36 50 100 18 C6552366—F0****+++ 60 50 130 18 C65S2606—-K0****+++
40 50 100 18 C65S2406—-F0****+++ 63 55 130 20 C65S2636—N0****+++
65 55 130 20 C65S2656—-NO****+++
69 55 130 20 C65S2696—-NO****+++
70 55 130 20 C65S2706—-NO****+++
75 60 130 20 C65S2756-Q0****+++
80 60 130 20 C6552806-Q0****+++
85 60 130 20 C6552856—Q0****+++
EF 1. 2 REBBRZE, K=+210%,J=+5%, “~" =capacitance tolerance code, J=+5%, K=+ 10%.
2. “FF*Y RIRSIH AR (Mtable 1) o “***” =terminal form code ( refer to table 1) .
3. "#" HFEHBEHNA50VacH, $B4~562S2, “#” When the rated voltage is 450Vac, the digit 4~5 is S2.
LHERBE. RIRITEZEBPEERE, Other values and dimensions available on request.
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