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ESPECIFICATIONS
I'u‘.!dm‘rﬂial'ﬁ.ie. 2000 operaions per switch
Operation Force 1000gf max.
Strole 2.0mm
'Elpuﬁtiqi Temp -2 Uto TOL
Eh!uh'i:*,il Ht 200 operaions per switch-24 WDC. 25mA
Contact Resstance 8m max. at initial
Man-Switching Raing 00mA- S0wWDC
Switching Rating BmA. 240
Circsit Single pole single throw
mDIMENSION S
MO DEL BD.| WO . POS 2 EANL010
LR i .10 ) . =
oaog 2 B+ ]$E$$$$E$ m S I B K O ---Tu
- « L] ]
T 3 218 . ' s}
Deod + iz B ot ] P
LET T E 1435 R O4R
LETT 3 1680
DEar 7 1934 o
T S iE-] 1.40 —
|‘|:"— [ l
L a 24z oo I'!'I:‘!'Irlhr!1u||| N i
Defn 10 -5 &
D1z 12 = —pe—i—y w
_Bd'rrn allq.']'\TPp:- S 1 54 Hl ! ‘! ! L
Ffffrffff’ﬁf TL sl ® L3 NEK
alfelelaiolels i L o I
04807 09 t0; PO aYalL | l,'",li

Semic Trade, s.r.o. Volutovd 2521/18, 158 00 Praha 5 tel.: 251 625 332,331,377
Oteviraci doba po-pd: 8:00 - 16:00 e-mail: zdenek@semic.cz  fax.:251 626 252,393
10 25070185 DIC €Z25070185 bankovni spojeni Commerzbank AG 11770473/6200




