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Nazev:

Li ET a Lj UT jadra

technické parametry ET a UT jader:

&CF

WWW.Semic.cz

. Lo A, V, rozmeéry [mm] AL [nH] +30%/-20% |m (ks)
typ jadra 2 3
[mm] | [mm?] | [mm?] A B C D E F CF195 CF197 [d]
LiET2424 | 60 | 18 | 1098 [24.2 +0.50 [19.0 min. [24.2 %050 {19.0 min. |4.0 0.2 |4.0 +0.30 | 1900 2650 2.8
LiET2828 | 70 | 27 | 1972 (28.4 +0.50 [22.2 min. [28.4 %050 |22.2 min. |5.0 £0.3 |5.0 +0.30 | 2400 3400 5
LjET2930 | 74 | 27 | 2075 (29.0 +0.40 [23.0 +0.40 [30.0 #0.40 |24.0 #0.40 |5.0 #0.25 |5.0 +0.30 | 1900 2650 10
LjET3535 |86.9| 57.7 | 4961 (35.3 +0.60 [26.8 min. [35.3 #0.60 |26.8 min. |7.4 #0.25 |7.4 +0.25 | 4100 5750 13
Lj UT19 51 | 16 | 820 |19.5 #0.30 |13.1 #0.25 |14.2 #0.30 [7.0 #0.20 (4.0 #0.20 5.0 +0.30 | 1950 -
Lj UT20 53 13 688 [20.6 +0.30 [16.0 +0.30 {14.1 #0.25|7.5 +0.15 |4.1 %0.20 (4.6 +0.20 1540 2150 2
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Semic Trade, s.r.o. WWW.Semic.cz
\olutova 2521/18, 158 00 Praha 5

e-mail:semic@semic.cz
GSM: +420 605939

tel:+420 251 625 331, -32, -77
fax:+420 251 626 252, -393



