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127 MECHAMICAL
1623 INSERTIONFORCE: 2CONTACTS.. 3509 4CONTACTS. 50040
s 15750, BCONTACTS. 7509 BCONTACTS. 900g
10CONTACTS. 1050g
£ £5 RETENTION STRENGTH:7.7Kg BETWEEM JACK AND PLUG
' ' CRIMP TENSILE STRENGTH:2.27Kg
T B L DURABILITY: 7SOMATING CYCLES MIN
\ (] b MATERIAL
HOUSING:1)ABS RESIN(ULI4V-0) 2)GLASS FILLED PBT(UL24V-0)
> l . CONTACT WIRE:130.45mm DI4 PHOSPHOR BRONZE GOLD
= 0] b PLATING OVER MICKEL
g N 20.35mm THICKNESS PHOSPHOR BRONZE
: A . ;I . ALLOY SELEOTIVE GOLD PLATING OVER MNICKEL
= ﬂ”HHHUUHHL\_ | SHIELDING:0.25mm THICKNESS COPPER ALLOY WITH TIN PLATED
T uewnl GOLD PLATING: 3INCH,6u INCH, 150 INCH, 30u INCH,50u INCH
(e 177401
16,2504
Type: FB-26-31-01 56-s-LED
Froduct Mame: FCB JACK
Description: ELECTRICAL

CURREMT RATING:1.5AMP S

WOLTAGE RATING: 125VAC

INSULATION RESISTANCE:100MEGOHMS MIMI
WITHSTAND VOLTAGE:AC 1000V RMS 50Hz or 60Hz 1 MIN

COMNTACT RESISTANCE:Z0MILLMHOS MINI



