SPECIFICATION FOR APPROVAL

1.Material
Production: Sendust Cores oD e
KDM.P/N: KS050-125A :
A 56(nH/N?) + 8% A\ Ae
Material: 1254 i FTA Y
Coating Color: Black \ | /
Coating material: epoxy > g
Coating Breakdown Voltage: 600Vrms.0.5mA. 2sec «— ID—> —HT—>
2.Physical Characteristics
]
Before Coating After Coating _
fs(cm) [Ac(cm?®) | V (cm®) | W (cm®) | Weight Box Quantty
OD(Max)| ID(Min) | Ht(Max) [OD(Max)| ID(Min) | Ht(Max) | *° ¢ (Pieces)
in/mm in/mm in/mm mm mm mm
0.500 0.30 0.187
; 43 70 52 175 | 13.46 6.99 5.51 | 3.120 | 0.114 | 0.356 | 0.383 | 2.30g 6000

3.Electrical Parameters(Typical) Temperature(25°C * 2°C)

Testltem Test Condition Value(Typical)
Inductance $0.5mm/18Ts, 100kHz/1V, I,.=0A 18.14uH+8%
DC-Bias $0.5mm/18Ts, 100kHz/1V, I,.=14A(H,.,=1000¢) 2.50 u H(Min.)
Core Loss 50kHz/1000Gs 360mW/cm®(Max.)
Remarks
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Bpk —Peak AC Flux Density(gauss) NOTE:1T=10'Gs
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H-DC Magnetizing Force(oersteds) NOTE:10e=.7958A/cm

SEMIC TRADE, s.r.0.
Volutova 2521/18
158 00 Prahab

E Czech Republic

[
5

I I I T
10 20 50 100 300

Www.semic.cz
semic@semic.cz
tel.: +420 251 625 331, 332, 377
fax: +420 251 626 252, 393





