SPECIFICATION FOR APPROVAL

1.Material
Production: Sendust Cores Ae
KDM.P/N: KS226-026A 8
A 60(nH/N®) + 8%
Material: 26 u
Coating Color: Black
Coating material: epoxy
Coating Breakdown Voltage: 1000Vrms.0.5mA. 2sec «—HT—»
2.Physical Characteristics
[
Before Coating After Coating ,
ls(cm) | Ae(cm?) | V (cm®) | W (cm®) | Weight Box Quantity
OD(Max)| ID(Min) | Ht(Max) [OD(Max)| ID(Min) | Ht(Max) | ** : 9 (Pieces)
in/mm in/mm in/mm mm mm mm
2.250 1.03 0.600
i ﬁo /@QO ﬁo 58.00 25.60 16.10 | 12.500 | 2.290 | 28.600 | 5.140 |160.44g 96

3.Electrical Parameters(Typical) Temperature(25°C + 2°C)

Test Item Test Condition Value(Typical)
Inductance $1.2mm/66Ts, 100kHz/1V, 1,,=0A 261.36 uH=8%
DC—Bias ¢ 1.2mm/66Ts, 100kHz/1V, 1,.=15A(H,.=1000e) 182.74 u H(Min.)
$1.2mm/66Ts, 100kHz/1V, 1,.=30A(H,.=2000¢) 120.23 u H(Min.)
Core Loss 50kHz/1000Gs 400mW/cm®(Max.)
Remarks
Core Loss Curves(Typical) DC-Bias Curves(Typical)
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Bpk —Peak AC Flux Density(gauss) NOTE:1T=10'Gs
H-DC Magnetizing Force(oersteds) NOTE:10e=.7958A/cm
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