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No. 1 contact

12,5 max.

. 3,2

| max
=3

16,2

screw lock thread

251:0,1

31,2 max.

Semic Trade, s.r.o., Volutova 2521/18, 158 00 Praha 5
Telephone: +420 251 625 331, 251 625332, 251625 377
GSM: +420 605 999 994 Fax:+420 251 626 252, 251 626 393

3,71:0,3
f—————

Printed board layout

L x 2,74 =

10,96

| component side

13 x 2,74 =

8,22

No.1 contact

\

- \
ey !

~3
(o)
o~

o~
~
-—

No.6 contact

L

f

www.semic.cz
semic@semic.cz

\\T::¥~ No.9 contact

@101

4 [¢0,05

Kcan 9/2 VSG-DPS BK HAT . ) )

Connector retention and insertion forces on the PCB = 25 / 80 newtons

09 65 161 6733 M3 2 Delail. [07-FEB-02] JB with solder pins 3.7,

09 65 161 7733 M3 3 Insp. ALl Dim, in mm screw lock and |51

09 65 161 3713 L-40 UNC 1 31892 [22/00/0L] JH | stod. Drig. Size DIN A & grounding board lock. 9

09 65 161 6713 L-40 UNC 2 29723 jp5-MAR-02] CV —‘ Blal1/ Page

09 65 161 7713 L-40 UNC 3 29746 [p7-FEB-02 JB HARTING EURL HARTING TB 09 65 161 X7X3 1/
F-95972 Paris

Part number |Screw lock thread| Performance level Mod. Dal, Nome Sub.
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