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Passend fuer Drahfgroessenbereich: 3o g0
SUITABLE FOR W IRE SIZE RANGE:

Passend fuer Isolationsdurchmesser: 1.2-2mm 11
SUITABLE FOR INSULATION DIAMETER:

Bestueckungshilfe fuer Linzelleiterabdichfung siehe: .
INSERTER FOR SINGLE W IRE SFAL SEF: Tt Connectivity: 965702

Keine Luffloecher zulaessig
NO AIR BUBBLES PERMITTED

VMU-50,
SILICONOIL FREE

VMEU-50,
628920-1 | M oREY 50% SELF-LUBRICATING
PART NO. |REV. COLOUR MATERIAL
DIMENSTONS : DWN TTAPR19QT | MATERTAL FINISH

Gaupp.P. SEE TABLE -

mm T 21APR1997
Kuempel ,.D. -

OTHERNISE SPECIF IED: APVD - r— TE TE Connectivity

OIN 16901-160 -

PLC + PRODUCT SPEC VAT

e 108182631 RUBBER PLUG DIA. 2.5mm SYSTEM
0.35-1 SQUARE MILLIMETER FLKr
4
A

PLC SIZE | CAGE CODE|DRAWING NO RESTRICTED TO

NGLES ’ 114-18031

678920-72 | M | DARK BLUE
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