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RECOMMENDED PCB LAYOUT
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[2.54] [0.46] [7.62]
K+DILO8P/ 7.62 TMC
Positions: 06, 08, 10, 14, 16, 18, 20, 24 & 28

SPECIFICATIONS: A = .100 [2.54] x No. of Positions per row
Material: B = .100 [2.54] x No. of Spaces
Insulator: PBT, Glass reinforced, rated UL 94V-0
Insulat lor: Black UNLESS OTHERWISE SPECIFIED )
Eoast. o o e MIC S o=
Plating: T?NLEE/EECES: EXCEPT :C?LENSOTED 15800 Praha5 tel.: +420 251 625 331,332, 377

. T R A D E| zech Republic ax: + .
Gold flash over Nickel underplate overall X £.10 DX £10 = i
Electrical X 010 BX6 kol [mmE
Current roting: 3 Amp mox e B SCREW MACHINE TERMINAL STRIP
nsulation resistance: 1, ohms min
Temperature Rating: DRAWN DY 8/02/10 100 [254] SPAC'NG, GOLD PLATED
Operating temperature: —55°C to +105°C CHECKED SIZE |PART NO. REV.
Environmental: ) COMPLIANT X -
Lead free, RoHS compliant APPROVED REF S00007T [scaie Wis | sheer 1 or 4
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