Specifications:
Contact Resistance: 30m O max.at DC 100 mA
Insulator Resistance: 1000M Q min.at DC 500V
Current Rating: 1AMP

Dielectric Withstanding
Voltage: AC 500V For 1 minute

Operating Temperature: -556° C—+105° C

Contact: Phosphor Bronze
Housing: PBT &30% Glass Fiber(UL 94V-0)
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125 series

IC SOCKET 2.54mm(0.100" )
IZI.'_?I“IEI m“ ' Bl c| D

l

14
16
18
2

762 508 10.16 7.62
1006 7.62 W06 762
17.82 15.24 10.16 7.62
2032 17.78 10.16 7.62
22.86 20.32 10.16 7.62

2540 22.86 1006 7.62

3048 27.94 1016 762

How To Order

125-3 08
1 2 3
SERIESNO ——T I T
DIMENSION' ¥
3-7.62mm
B8-15.24mm
Y

24  30.48 27.94 17.78 15.24
28 3556 33.02 1004 7.62
28 35.56 33.02 17.78 15.24
32 4054 3810 17.68 1524
40 50,80 48.26 17.78 15.24
42 5321 50.80 17.68 15.24

NO.OF PINS:

6.8.14.16.18.

20.24.28.32.

40.42.



