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AN PCB LAYOUT
DIMENSIONS
SPECIFICATIONS: HDTXX A B C 5 E
Material: . 15 .666 [16.92] | .984 [24.99] [ 1.213 [30.81] | .277 [7.04] | .090 [2.29]
:ﬂzﬂ:g:‘cgﬁ CF;?J;. gE',fjfk reinforced, rated UL 94V-0 26 994 [25.25] | 1.312 [33.32] | 1.541 [39.14] | .271 [6.88] | .090 [2.29]
Contacts: Phosphor Bronze 44 1.534 :3896- 1.852 [47.04 2.088 [53.04] 271 :688: .090 :229:
Shell: Steel, Tin plated 62 | 2.182 [55.42] | 2.500 [63.50] | 2.729 [69.32] | .276 [7.00] | .095 [2.41]

Hardware: Brass, Nickel plated
Plating:

Gold flash over Nickel underplate overall

Electrical:
Operating voltage: 250 VAC max
Current rating: 5 Amps max

Contact resistance: 20 mohms max
Insulation resistance: 5,000 Mohms min
Dielectric withstanding voltage: 1,000 VAC for 1 minute
Temperature Rating:

—65°C to +125°C

Operating temperature:

Environmental:
Lead free, RoHS compliant

RoHS

COMPLIANT

Kcan 15/3 VRGA-DPS
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SEMIC TRADE, s.r.o.
Volutova 2521118
158 00 Prahas

Czech Republic
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semic@semic.cz
tel.: +420 261 625 331, 332, 377
fax: +420 261 626 252, 393
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