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N | ® TERMINAL
2 - Material : Phosphor bronze

7
.50
\ « Thickness : 0.15mm

N — A—A SECTION . N
[ B ; A — ( INSULATION BARREL ) Plating : Gold plated
=T . Wire Range : Suitable for AWG#30~36

<—B

0.70£0.1

5 « Imsulation O.D : 0.75mm ( max )
~ « Q'TY : 15,000pcs/reel

4.50

‘ | 0.96+0.2
! B SPECIFICATIONS
&ﬁt_ = e p— [ i - Voltage rating: 200V AC, DC

« Current rating: 0.8A

B-B SECTION » Withstand Voltage : S00V AC/ minute
( WIRE BARREL )

0.94+0.2

0.32£0.1

« Insulation resitance: 100MS2 min

\_/\ . Contact resitance: SOm£2 max
- Temperature range: -40~+80°C
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SEMIC TRADE, s.r.o. WWw.semic.cz
S E M I C Volutova 2521118 semic@semic.cz
158 00 Praha5 tel.: +420 251 625 331, 332, 377

Czech Republic fax: +420 251 626 252, 393
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SCALE 24008  MATERIAL : PHOSPHOR BRONZE
2% ABBY % % [woes:| 7 GOLD FLASH PLATING
T S SUITABLE FOR 30~36AWG ROHS
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