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Features:

® 2 ~ 24 circults available ii A fi

o Material: UL 94V-2 nylon 66 i _["4-2

® 600V volis rating (R.M.S.) R RYRYRIa(RYRYRIA(RYRYA

e Current rating up to 9 amperes per circuit _]_IIHIIIIIIIIHHIIHBII

o Positive housing locks 3.75 =

e Tin or select Gold 0.4 3.75
Specifications: o

e Voltags rafing: 600V AC, DC (RM.S.) P 9.6
e Dielectirc withstanding voltage: 1500V AC/minute | B I ‘

e Ambient temperature range: -40°C ~ 105°C _L

(Including temperature range) =
Dimensional Information ( mm ) 34— +=— 3 Oj 1—3.4
Circuits | Dim. A [ Dim. B || Circuits | Dim. A [ Dim. B TT T T T T T T TTT ’ M

2 54 || 14 | 252 | 30.6 12.8 T

4 42 | 9.6 || 16 | 29.4 | 34.8 —| |—4.2 __| L_

6 84 [ 138 || 18 | 336 [ 39.0 9.9

8 12.6 | 18.0 20 378 | 43.2

10 168 | 22.2 22 420 | 47.4

12 21.0 | 26.4 24 46.2 | 51.6 4.,210.05
Curat roting & wis stek l Lo::ooooooo

Wire Size| Rated Circuits

AWG | Voltage [2 [4 ~ 6]8 ~ 1012 ~ 24 ©c0000000000
—‘—;3 g: g: ;: g: 5.510,1_}_ .\¢1.4i:0.05
— ] 5V & | | M P.C.B. hole dimensions
§24 4A| 3A 3A 3A
. ROHS
Without Pegs Material Compliant
With drain_holes | Without drain holes 5 pai Yire:  [PARTNAME 2 2
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