A
125 MATERIAL:
1.25 WAFER:HIGH TEMPERA TURE PLASTIC

NYLON46 UL94V-0
PIN:HIGH STRENGTH BRASS
©$=0,510,05mm \ J\ {I\ /I\ WITH TIN OVER NICKEL PLATED
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T CURRENT RATE: 1 AMP

m IUSULATION RESISTANCE: 500M MIN
RECOMMERDED Fe BOARD EOLE DIMM, CONTACT RESISTANCE: 20M MAX
LOCKING WINDOW: DIELECTRIC VOLTAGE: 500 V AC FOR ONE MINUTE
OPERATION TEMPERATURE: -25°C TO +85°C
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ONE PLACE FOR 2 AND 3 CKT.
AND TWO PLACES FOR MORE THAN 3 CKT.
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125 [ 3.15 | 425
250 | 440 | 5.50
375 | 565 | 6.75
5.00 | 690 | 8.00
625 | 815 | 9.25
7.50 | 940 |10.50
875 |10.65|11.75
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12]13.75[15.65 | 16.75
Kcr PAW1125-xx 13| 15.00 [ 16.90 | 18.00
14]16.25(18.15[19.25
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SEMIC TRADE, sr.o. WWW.semic.cz
ROHS S E M I ‘ Volutova 2521/18 semic@semic.cz
) 158 00 Praha5 tel.: +420 251 625 331, 332, 377

Czech Republic fax: +420 251 626 252, 393
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