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Telephone: +420 251 625 331, 251 625332, 251625377 semic@semic.cz
*

E GSM: +420 605 999 994 Fax:+420 251 626 252, 251 626 393

NX Plugs, Cable Mount, 2.0 mm Pitch

a Specification:

ol 1) Rated Voltage: 100V AC/DC

g 2) Rated Current: 1A
3) Withstand Voltage: 800V AC/1 min.
4) Insulation Resistance: 1000 M € min.
5) Material Insulation: Nylon 66 (UL94V-0)
6) Temperature Range: -25°C ~ +95°C

No of ways Dimension mm

A B
2 20 58
Kcr PXH2003-xx 3 40 7.8
4 6.0 98
5 8.0 11.8
6 10.0 13.8
7 12.0 15.8
8 14.0 17.8
9 16.0 19.8
10 18.0 21.8
11 20.0 23.8
12 22.0 25.8
13 240 27.8
14 26.0 29.8
15 28.0 31.8
16 30.0 33.8

1.10
.043

3.50
138

3.90
154

6.40
.252

1]

== 1Y |
(J U U v T U U U i |

o
n
=4

.020

.087
4.50
177




Semic Trade, s.r.o., Volutova 2521/18, 158 00 Praha 5 Www.semic.cz
Telephone: +420 251 625 331, 251625332, 251625 377

semic@semic.cz
E GSM: +420 605 999 994 Fax:+420 251626 252, 251 626 393

NX Plugs, Cable Mount, 2.0 mm Pitch
Specification Terminal NXG-T:

1) Material: Phos. Bronze

2) Thickness: 0.2 mm

3) Plating: Tin

4) Wire Range: Suitable for AWG#22-28
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