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Fegtures: A B o
» 600V volts rating ( RM.S. ) ¥ s k }1’1 4
« Thickness: 0.2mm : ‘ i v ct0.4
Specifications: ) gt el 1
» Voltage rating: 600V AC, DC SEC. A—A -
» Current roting up fo 9A{with #18 AWG) =t (=8
= Disleciric withstanding Voltage: 1500V AC/minufe l —
+ Contuct resistance: Inftiol vaiue/10m{) mox, ' { , O

After environmental tesiing/20mC: max. ! _—
* Crimp resislonce: Sm{) max, 30—
« Terminal refention force: 3.0Kg min. 2.9—!*——] TN

» Ambient fempercture range: —40'C ~ 105°C

{including temperofure tise) B 14,7
T5150 Series 4.2mm Crimp Contacts L
o A o 6.6 1.2
'T||5150|—| T ||B|D]|o0o|o]o]o|o]|R] 2.6 1.0—1 —pr04— o
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1.PRODUCTS: 4.MATERIAL: 7.FILL IT WITH"Q" L —_—
T:T inal B:B = :
Tefrrint SN gy col =% \
5150(Female Terminal) 5.WIRE OPTION: 9.FILL IT WITH'O" 1.7 f
3.CONTACT PLATING: Fob e I S ‘ SEC. B-B
. E:Suitable For 18-24 Awg 11.R:ROHS : ——
diselective Gold H:Suitable For 22-24 Awg

G:Gold Flash
6.FILL IT WITH"D"
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