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MATERIALS: s . Ny
A.BOOT: PE + 2L
B.MIDDLE HOOD: PA—-757/ PS—475
C.METAL SHELL:
COPPER NICKEL PLATED Kdin Mini 8011-xx Z/T
D.INSULATOR: NYLON 6 + G.F.
E.PIN CONTACT:
BRASS SILVER PLATED
SPECIFICATIONS: _
1.RATION: 100V AC 1A MAX or 12V DC 2A MAX. ROHS SEMIC bl ool §
2. INSULATION RESISTANCE: 50M OHM MIN at 250V DC. Compliant 1S90 ranss el a0zt 331,992,577
3. DIELECTR'C STRENGTH 250 V AC / 1 MINUTE — CzechRepubIch fax: +420 251 626 252, 393
g' I(I:\IOS'\I!ZTFf\T(IEgNRESEgéNCEAr 5K300MMA(§(HM WA ©3 BETTY SCALE imiﬂ ::lRNTl misus}mf;u TYPE XXP FEMALE
6. WITHDRAWAL FORCE: 0.9KG ~ 3KG. ST +A STAMPED PIN SLIVER PLATING ROHS
. Z90°C ~ 105 R WRE ® MM |*PRT A4 [BARTNO.
7. OPERATING TEMPERATURE:  —20°C ~ 105°C e B PRI G8011-XXFAVBOOR
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