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SPECIFICATIONS

Rating:

20V DC 7.5A Max.

Insulation resistance

DC 250V 50M SMin.

Voltage Withstanding

AC 250V 1 Minute

Insertion force

5Kg Max.

Withdrawal force 1 ~ 5Kg

5,000 cycles

Endurance insertion extraction

ARRANGEMENT OF CONTACTS
3P 4P

=
50.0
D9.1 (ID) _M_‘ 18R N
a a
: o =
\{
Kdin Mini 8011-04V/TN o | HEEEE — 3
)] = Lo ©
3 | ||ARARRRJ—t &
9 |PLASTIC TRAIL 1| PVC
8 |SPRING 1 | SWP-B (0.6D) STAIN
7 LATTER BODY 1 ABS [ 777D ] SEMIC TRADE, s.r.0. WWW.semic.cz
o[y ooy s (7m0 SEMIC ez | e
5 SIDE COVER 1 | BSR-H (O4t) [ C26880R ] NICKEL T R _A_D _E Czech Republic fax: +420 251 626 252, 393
4 [MAIN COVER 1 | BSR-H (0.4t) [ C2680R ] NICKEL 2 HELEN | ©=F ToERmcE  TPARTNAME & 4%
3 |[SLIDE RING 1 | TEPCON [ M90 ] — SOAE el MINI POWER DIN PLUG 4P
2 |CONTACT TERMINAL | 4 | BSR-H (1.5D) [ R-35 | SILVER PLATED #% ABBY | > FlANe: ASSEMBLY HANDLE TYPE
1 |PLASTIC CORE 1| NYLON [ 101 ] UL94V-2 | ez a ie‘: MM :\;” A4 [PARTNO.
P/N  PART NAME  |QTY MATERIAL PLATING REMARKS 2017/03/27 [ % 4 gp 4% A |[H 3%
1 | 2 | 3 | 4 | 5 6 | 7 | 8






