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Specification:
DC 30V 3A.
Contact resistance:

Rating :

<30mQ.

After test:<<hH0mQ
Insulation resistance: =100MQ (500VDC).
After test:=5H0MQ
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‘ (T0P VIEW) 4. Withstanding voltage: 500VAC.
2.8+0.1Typ. 5. Insertion and extraction force: 3N~30N.
A(G)4 6. life test: 5000cycles min.
7. Operation temperature range:—20C~70C.
8. Preservative temperature range:—40C~85C.
Model No.| DS-026A(NB) DS-026B(NB) ] 9.S5ign” A “is importance dimension.
i chematic
Pin $2.5 $2.0 i © [Washer—2 T TSpee Nickel plating
® |Nut 1 |Brass Nickel plating
@ |Washer—1 2 |Bakelite
® |Pin 1 |Bronze Nickel plating
;re_clfrr:pical Leqﬂuirzme&t : © EU RoHS related recu t ®) |Bushing 1 |Brass Nickel plating
. IS product should mee! (o] related requirement. : 0 0
2. The surface of plastic part should be without any crackle such as burr,lack,and so on phenomenon. @ S.hunt T'ermmal 1_|Brass Cop p er&t{n p Iat{ng
3. The surface of metal part should be without any defect such as scaur,nick,oxidation and plating problem. @ |Tip Spring 1 |Phosphor bronze Copperé&tin plating
4. The electronic performance should be the same as spec. @) |Center pin terminal 1 |Brass Copperétin plating
5. The un-specified tolerance |56 ~ ;gigg @ Housing 7 IPBT Blaek
>2010.4 NO. DESCRIPTION QTY| MATERIAL REMARK
Design K.W Law Remark Scale
Drawing W.K Yeung Remark Material
[tem Name DC POWER JACK Tolerance : Check K.L Wong Remark Drawing No. | A405141400
Item No. DS-026(NB) Unit : mm -@-E- Approval K.W Chan Remark Sheet






