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- i +—9 /\—: 2 T:1.6 Dimensions of PC board holes
Tolerance : £0.1(Printed—top view)
21,4 «\(’\ [T o1.6
© @/ Knap: 2.1V PC-GK2.1
DC PLUG-RFF | | 6 [SHUN TERMINAL 1 |BRASS t=0.40 MB:Ni Ag  PLATED
5 _[TIP_SPRING 1_[PHOSPHOR BRONZE t=0.30|MB:Ni Ag  PLATED
S =) | 4 |CENTER PIN TERMINAL 1 |BRASS t=0.40 MB:Ni Ag  PLATED
3 [CENTER PIN 1 |COPPER ALLOY MB:Cu  Cu/Sn PLATED
| 2 [COVER 1 |PA9T UL—-94VO(BLACK)
o 1_|HOUSING 1 [PAJT UL-94V0(BLACK)
Electrical characteristics 1115 ‘ LTR PART NAME QTY MATERIAL VREMARK
em “onditions ecification | S.I.0. Www.semic.cz
Rl;"-ng = : S;C 12V [3A ROHS S E M I C 3:’3:;?2:2516 semic@semic.cz
e TR R— Compliant
_ - APPD. E TOLERANCE PARTNAME & 4%
X A voltage of 500V DC shall be applied for a minute. A3 BHNE
lnsTxlallon Betweei conductors which shoulipnot make contact under 100M Q2 MIN. HELEN sﬁ \i :; :X‘ :‘ DC POWER JACK SMT TYPE
resistance o - ) DWG. e 4] ®2.0mm OR ®2.5mm NORMAL CLOSE TIN PLATING
normal conditions after which measurement shall be made. % om XXXX 2015 BLACK INSULATOR REEL PACKING ROHS
: ABBY UNIT SIZE
Dileciiic Between conductors which should not make contact under B HAER A A4
normal conditions. Without distinct damage. DATE #l%8 | e REV PART NO.
strength 1550y AC (50 to 60Hz) for 1 min.(trip current 2mA) 2017/01/24 =% 4opq[x% ¢ |[H® &
1 | 2 3 | 4 | B | 7 8






