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Shroud-male header

Straight, two rows, shrouded

— suitable for female multipoint connector VFL, FLMP, PV

— in addition they can be combined with many other ribbon cable connectors in 2.54 mm pitch
— plug-in area available in gold-plated or completely tin-plated!

2,54

92 = - A - B -
4,3 [e—— C ——> "l
~ | H | <X F R R < oy
: Lalibedl * Sim o |33
b ' = Ir \ o s — ‘ A
| w<—2,54 Fin :ll Uzus!l u l' »lle0,6 Pin 1
art. no. no. of dim. [mm] art. no. no. of dim. [mm]
con- A B C con- A B C
tacts tacts
ASLG 06 ... 6 15.3 12.7 5.08 ASLG 20 ... 20 33.1 30.5 22.86
ASLG 08 ... 8 17.8 15.2 7.62 ASLG 26 ... 26 40.7 38.1 30.48
ASLG 10 ... 10 20.4 17.8 10.16 ASLG 34 ... 34 50.9 48.3 40.64
ASLG 12 ... 12 22.9 20.3 12.70 ASLG 40 ... 40 58.5 55.9 48.26
ASLG 14 ... 14 25.4 22.9 15.24 ASLG 50 ... 50 71.2 68.6 60.96
ASLG 16 ... 16 28.0 25.4 17.78
please indicate: ... surface of contact
G = gold-plated
Z =tin-plated
Angled, two rows, shrouded
— suitable for female multipoint connector VFL, FLMP, PV
— in addition they can be combined with many other ribbon cable connectors in 2.54 mm pitch
— plug-in area available in gold-plated or completely tin-plated!
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art. no. no. of dim. [mm] art. no. no. of dim. [mm]
con- A B C con- A B C
tacts tacts
ASLA 06 G 6 15.3 12.7 5.08 ASLA 20 G 20 33.1 30.5 22.86
ASLA 08 G 8 17.8 15.2 7.62 ASLA 26 G 26 40.7 38.1 30.48
ASLA 10 G 10 20.4 17.8 10.16 ASLA 34 G 34 50.9 48.3 40.64
ASLA 12 G 12 22.9 20.3 12.70 ASLA 40 G 40 58.5 55.9 48.26
ASLA 14 G 14 254 22.9 15.24 ASLA 50 G 50 71.2 68.6 60.96
ASLA 16 G 16 28.0 254 17.78
Shroud. male header SMD > H3 PC connectors > HS8
Application tools - H10 Female header two rows > H6 H 2
Boltable female header > HS5 PC connector design DIL > H9
Female header grid 2.00 > H7 Technical data = H11-12




