JUMPER CABLE Kpl AWG26-xxG RM2.54

UL & CSA GRADE: | Solid

UL STYLE : 2651

Rate temperature : 105°C Com : ;
paosition Cross sec. Quantity

Rate voltage : 300.V e {Solic/mmy} Area. {mil) S (pins)

Flame Test : VW-1

o 26 7/0.16 253 Gray/vory 2~42

INSULATION. 24 7/0.203 404 Gray 2~42

Material of insulation: polyvinyl chloride (PVC) gray/ivory

Insulation thickness average: 9 mil. 22 7/0.254 640 Gray 2-42

Min. insulation thickness: 7 mil.

Ll o BEETeTT=EN TS after 7 days air oven at 136°C
Average tensile strength:1500 Ibsfinch.

S : : Dielectric
Percent ofongmgl. ?0% at least. Spark Cor_wductor Ins_ulahon Capacity | Inductarce | Impedance Propaga_tlon strength
Average elongation: 200%. Test resistance | resistance (pF/m) (uHfm) @) Delay Time test Min
Percent of criginal: 65% at |east. (V) (O/km) Max. | (M) Min. B K (ns/m) (V/minuté)
2500 148 100 24 1.4 a0 42 2000
2500 93 100 31 1.45 80 4.2 2000
2500 55 200 35 1.45 60 4.2 2000
CONSTRUCTION DRAWING:
Pitch P (solid/mm)
2.54
26AWG, 1.0401
4 &H &8 24AWG, 1.120.1
| 22AWG, 1.2401
\—slnsulation(PVC)
F| o804|— | 10 |/P|a]Ala]o]o]|R _
8 . ) 2 b ) ) SEMIC TRADE, s.r.o. Www.semic.cz
1 2 3 4 5 6 7 8 9 10 Volutova 252118 semic@semic.cz
1.PRODUCTS : 5.WIRE OPTION: 6.CABLE STYLE 8.FILL IT WITH"0" 15800 Praha$ tel.: +420 251 625 331, 332, 377
F:Flat Cable A:2.54mm Pitch 26AWG (LEFT SIDE): 9.0THERS: Czech Republic Tax:+420,261:626:262,:393
2.SERIES NO.: B:2.54mm Pitch 24AWG A:Cut Type 0:1R011=100M
0804 Ci2.54mm Pitch 22AWG " CAB:E S:YLE 10.R:ROHS %% HELEN @a Taoece  |PARTNAME & 4
e MR (RIGHT SIDE): SCALE 9 01 | FLAT CABLE 254mm UL2651 XXAWG
4.INSULATOR MATERIAL: A:Cut Type %‘V‘; ABBY el e # | + GREY COLOR XXP 1ROLL=100M ROHS
P:PVC(Grey Color U;N'T& EE &
WiRed Edge) MM 4 _[PART NO
Q:PVC(Grey Color DATE #%8 -
W/0 Red Edge) 2011/03/16 ;AG_E 10F 1 ‘BﬁEV:'k A ﬂ ﬁ F0804‘XX(P,Q)(A,B,C)AAOOR




JUMPER CABLE

SAMPLES:

26Awg
P I ————

Red line print marking

22Awg

MI Semic Trade, s.r.o., Volutova 2521/18, 158 00 Praha 5 www.semic.cz
Telephone: +420 251 625 331, 251 625332, 251625377 semic@semic.cz
GSM: +420 605999 994 Fax+420 251 626 252, 251 626 393



JUMPER CABLE

We handle stripping work for 2.54mm pitch.
When ordering, please specify as following:

PLAB

P : Pin (Number of Conductors)

L : Length 20mm or more.

A1 3~20 mm (full-strip : 2~20 mm, semi-strip : 3.5~20 mm)
B : 3~20 mm (full-strip : 2~20 mm, semi-strip : 3.5~20 mm)
C : 3~35 mm (u-cut, Max 36 pins)

C1 : Min. 35 mm (branches, Max. 36 pins)

D:D < Aor B (semi-strip)
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