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Material and Finish

Electrical Characteristics

Mechanical Characteristics

1. Housing: Thermoplastic (UL94V-0), Black.

3. Cap: Nylon 6T, Black.

1. Current Rating: 3.0 Amp. Max..
2. Terminal: Sq. 0.64mm Copper Alloy, Gold Plating. | 2. Dielectric Withstand Voltage:
1000V AC RMS for 60Seconds.
3. Insulation Resistance:
1000M Ohms Min. at 1000V DC.

1. Operating Temperature: -55°C ~ +105°C
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PCB Layout
(Top View)
Dimensions Dimensions
A B C Pos. A B C
1524 | 12.94 | 5.08 24 | 38.10 | 35.80 | 27.94
17.78 | 1548 | 7.62 26 | 40.64 | 3834 | 30.48
20.32 | 18.02 | 10.16 30 | 45.72 | 4342 | 35.56
22.86 | 20.56 | 12.70 34 | 50.80 | 48.50 | 40.64
2540 | 23.10 | 15.24 40 | 5842 | 56.12 | 48.26
2794 1 25.64 | 17.78 44 | 63.50 | 61.20 | 53.34
33.02 | 30.72 | 22.86 || 50 | 71.12 | 68.82 | 60.96
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SEMIC TRADE, s.r.0.
Volutova 252118
158 00 Praha5

Www.semic.cz
semic@semic.cz
tel.: +420 251 625 331,332, 377

Czech Republic fax: +420 251 626 252, 393
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