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Recommended P.C.B Layout
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MATERIAL

Insulator : 30% Glass fiber PBT

Contact Pin

. Brass

SPECIFICATION

Current Rate :

Insulation Resistance :

Contact Resist

Dielectric Voltage
Operation Temperature :
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3 AMP

S000MOMin. at DC 300V

ance : 20mOMax. at DC 100mA

. AC 500V for one minute
—40°C to + 105°C

POLES | DIM A |DIM B | DIM C
6 15.20 12.80 S5.08
8 17.78 15.48 7.62

10 20.30 | 18.10 10.16
12 22.84 | 20.64 | 12.70
14 25.38 | 23.18 15.24
16 27.92 | 25.72 | 17.78
33.00 | 30.8C | 22.86
24 38.08 | 35.88 | 27.94
26 40.62 | 38.42 | 30.48
30 45.70 | 43.50 | 35.56
S50.80 | 48.58 | 40.64
40 58.40 | 56.20 | 48.26
44 63.48 | 61.28 53.34
S0 71.10 68.90 | 60.96
56 78.72 | 76.52 | 68.58
60 83.80 | 81.60 73.66
64 88.88 | 86.68 | 78.74
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1.PRODUCTS: 5.INSULATOR MATERIAL: 7.INSULATOR COLOR: 8.PACKING STYLE: ) [0000=1. GOLD FLASH PLATING BLACK INSULATOR PBT MATERIAL
C:Connector :PBT B:Black 0:No Option DWG. ks % %‘ ANG.=+3
2.SERIES NO.: N:Nylon 6T(S.M.T.) 9.FILL IT WITH®0" ®® BETTY ROHS
3510 6.CONTACT PLATING: UNIT SIZE.
BT M 6:G0ld Flash 10.RROHS DATE #1%8 o mm |[*RRT Ag PART NO
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