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= SPECIFICATIONS

Current Rating:ZAMP
2.54 X No. of Positions+7.62+0.30 Contact Resistance:20m0Q Max

——2.54 X No. of Contum—z.sﬂfin.zo—/k Insulation Resistanced1000MQ Min

54+0.10 0.64 SQ Withstand Voltage: 1000V AC/minute
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Operation Temperature: —40 degree up +105 degree

— Contact: Brass
ittt acilisuats plating: Au or Sn Over 50u” Ni
y5°°"""° 222" Insulator:High Temperature Thermoplastic
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Standard: PBT+307%G.F
: 4.40(6/8P=4.00) _pestozg
Vv 5.'?0 S8
-00£0.15 ] %g’ T821 X XX XX R1 00 C EU
= T T T TT7T
N kil k | Box Header: J
RN =t =™
_ 3.15£0.25 - i v EU: RoHS
Hzisﬂ:n‘na 1.02+0.05 ] Compliant
4460600400000 | C: Fixed Index
4909990009999 No of Posions: |
Recommended PCB Layout i T o0: Standart
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Plating Options: Termination:
A1: Flash Gaold 51: Straight THT
AZ: 15u"0.4um Gold R1: Right Angled THT
A3 30u"0,8um Gold
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