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NOTES:
1. ELECTRICAL:
11 VOLTAGE RATING 125 VAC RMS;
12 CURRENT RATING: L5 AMP;
1.3 CONTACT RESISTANCE: 20 MILLIOHMS Max;
1.4 INSULATION RESISTANCE: 1000 MEGOHMS
Min @500 VIC;
15 DIELECTRIC STRENGTH: 1000 VAC RMS S0
or 60Hz 1 Minute;
2. MECHANICAL:
2.1 HOUSING: PBT. UL94V-0. BLACK;
2.2 TERMINALS: DIA 046 PHOSPHOR BRONZE
PLATED 3u" Au;
2.3 DURABILITY: 750 CYCLES Min.
3. “#"Critical Dimension.

A-A

® 184015

M 11,65

67557

6.83£0.1

3.3%0.3

+ 8.89+0.1

| R
& | 25410,

/.88

1,65
3.3%0.1

Krj14 Z6/4ADNGF1BNR C57

w
®
2.94

Fan
A\

@)
/
JSY
=)
\\s]
rany
v

)
8.89

127

(1
L/

10.16
PCB_LAYOUT

kMG

www.semic.cz
semic@semic.cz
tel.: +420 251 625 331,332, 377
fax: +420 251 626 252, 393

SEMIC TRADE, sr.0.
Volutova 2521118
158 00 Praha5
Czech Republic

= &

FIRST ANGLE
PROJECTION

A4

SIZE

SCALE

UNIT [CUSTOMER:

31 | mm |MODEL NO:

TOLERANCES

0~15: +0.15

15~30: +0.20
30~ : +£025
ANGLES + I

MATERIAL:

SEE NOTE

Designed:

NAME:

9321 6P4AC

FINISH:

SEE NOTE
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