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NOTES:
ELECTRICAL: _I L
1. VOLTAGE RATING : 125 VAC RMS. - 1
2. CURRENT RATING L 15 AMP. - 3
3. CONTACT RESISTANCE © 35 MILLIOHMS MAX. 12.80 o
4, INSULATION RESISTANCE © 1000 MEGOHMS MIN. @ 500 VDC.
5. DIELECTRIC STRENGTH 1 1000 VAC RMS 60Hz, 1MIN. FCB _LAYOUT
MECHANICAL: COMPONENT_SIDE_SHOWN
1. HOUSING MATERIAL : HIGH TEMP. UL94V-0 BK.
2. CONTACT MATERIAL : PHOSPHOR BRONZE t=0.35mm. = I R
3. PLATING : GOLD PLATING OVER NICKEL. RoHS S EM C psendiliniee iy Seielemin
4, OPERATING LIFE . 750 CYCLES MIN. : 1 158 00 Praha5 tel.; +420 251 625 331,332, 377
5. PCB RETENTION POST-SOLDER : 10 LBS MIN. Compliant CaschRepublic  fax: +420 251 626 252, 303
ENVIRONMENTAL: APPD. TOERANCE  |[PARTNAME & &
1. STORAGE  : —40°C TO +85C. 2% BETTY |@=F | jua ®
2. OPERATION  : —40°C TO +85°C. B %—% TOP ENTRY PCB JACK M TYPE 8P8C SMT TYPE BLACK COLOR
3. IR REFLOW SOLDERING TEMPERATURE: 255°C TO 265°C (5~10 SECONDS). S BETTY % # |WGLE [ | W/ TWO SHEET OF IRON ROHS LOW-LEAD
MATES WITH MODULAR PLUG CONFORMING TO s - e A4 [SARTIG
FCC PART 68, SUBPART F. DATE W& A L ] ]
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