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COMPONENT SIDE - F -

PCB LAYOUT =
]
S o NO. NAME MATERIAL FINISH REMARK |Q'TY
¥ = 1 HOUSING NYLON PAST GF BLACK 1
| 2 | PINTERM. | PHOS, BRONZE t:0.25mm |GOLD-TIN PLATED [NL#0-60unTINI20U7 4
3 | FRONT SHELL STEEL 1:0.5mm NICKEL PLATED |NI:80~120u’ 1
& g & 4 | REAR SHELL |PHOS. BRONZE t:0.2mm NICKEL PLATED |NI80O~120u” 1
Specification: 2 SEMCETRADE :
Contact Resistance: 50m Ohm Max. RoHS S TMIC oo s sewm;;:ﬁ.c:cz
Insulation Resistance: 100M Ohm Min. C | _I_ 14 158 00 Praha5 tel.: +420 251 625 331, 332, 377
Voltage - Max;5V Maximum ompiian Czech Republic fax: +420 251 626 252, 393
Current - Max:0.5A Maximum. APPD. ToLERANCE  |PARTNAME & &
Dielectric Withstanding Voltage: = scf.li% ?hf 025 | TEEE 1394 CONNECTOR 4P FEMALE SMT FOUR
100V AC for 1 Minute. DWG, 4 g g |me T8 | METAL POSTS SELECTIVE GOLD 30U" PLATING
- ) 18 Helen (G e BLACK COLOR ROHS
Durability (Life Test): 1000 Cycles — Bl uMm [emrt A4 FART NO
= s - &8 :
Unmating Force:4.9 Newtone TO 39 Newtone Maximum. 2013/11/12 %:'G;z . oF 1 ;E\r& i PR C8318_04FDDIBOR
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