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Type PK42..

® 7,5 mm pin spacing, adjustable to 7,62 mm
® with spring clamp

® 1 pole module

® with 2 solder pins

® with lever
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365 (n-1) x 75 (7.62) =

cUL as per

UL 1059 CSA 22.2 No. 158 EN 60998
Rated voltage 300V 300V 750V
Rated current 15A 15A 24 A (T60)
Wire size AWG 28-14 AWG 28-14 2,5 mm?
Test voltage 3,0 kv
Max. rated cross section
Single wire (solid) 2,5 mm?
Stranded wire (flexible) 2,5 mm?
Stranded wire with ferrules 1,5 mm?
Dimensions
Spacing 7,5 mm (7,62 mm)
PCB hole diameter 1,0 mm
Stripped length 6,0 mm
Materials
Insulating material PA
Flammability class UL94 V-0
Temperature range -30°C/+105°C
Terminal block Fe
Wire guard Cu
Colour

light grey RAL 7032

Type PK43..

® 7,5 mm pin spacing, adjustable to 7,62 mm
® with spring clamp

® 1 pole module

® with 2 solder pins

® with finger lever
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365 -1 x 75 (762) =
cUL as per
UL 1059 CSA 22.2 No. 158 EN 60998

Rated voltage 300V 300V 750V
Rated current 15A 15A 24 A (T60)
Wire size AWG 28-14 AWG 28-14 2,5 mm?
Test voltage 3,0kV
Max. rated cross section
Single wire (solid) 2,5 mm?
Stranded wire (flexible) 2,5 mm?
Stranded wire with ferrules 1,5 mm?
Dimensions
Spacing 7,5mm (7,62 mm)
PCB hole diameter 1,0 mm
Stripped length 6,0 mm
Materials
Insulating material PA
Flammability class UL94 V-0
Temperature range -30°C/+105°C
Terminal block Fe
Wire guard Cu
Colour
light grey RAL 7032

Cidd

Fixed PCB terminal blocks spring clamp design



