FREMIC

Bezeichnung

Die AnschlUsse kénnen durch Bedrucken oder Kennzeich-
nungsstreifen bezeichnet und damit besser kenntlich ge-
macht werden.

Beim Bedrucken ist die Mindestabnahme 500 Stlck pro Typ.

Die Kennzeichnungsstreifen sind unbedruckt oder schwarz
bedruckt lieferbar. Dabei enthélt eine Karte 25 Streifen und
eine Verpackungseinheit 10 Karten.

Sonderbedruckungen erhalten Sie auf Anfrage.

Codierungen

Bei seitlich offenen Stiftleisten, beim Verbinden von meh-
reren Buchsenleisten mit einer Stiftleiste oder bei mehreren
Buchsen- und Stiftleisten auf einer Leiterplatte, sind Fehl-
steckungen méglich. Das kann durch die Kodierung mittels
Kodierstuicken polverlustfrei ausgeschlossen werden. Diese
Kodierstlicke werden in die Stiftleisten als auch in die Buch-
senleisten eingedrickt. Diese ,Codierung” kann jederzeit
wieder entfernt oder verandert werden.
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Zubehor
Accessories

Kennzeichnungsstreifen /

Marking strips
Bedruckt mit den Zahlen Bestellbezeichnung
Printed with the letters Order Code
1...12 KS0112
13...24 KS1324
25...36 KS2536
37 ...48 KS3748

Marking

Terminal marking can be selected from two methods, ink
jet printing or marking strips.

For ink jet printing there is a minimum order quantity of
500 pieces per type.

Marking strips are available blank or printed with black
digits. One card contains 25 marking strips, one packaging
unit contains 10 cards.

Special printing on request.

Codierungen/

Keying pins

Passend fiir Bestellbezeichnung

Suitable for Order Code

5,00 & 5,08 mm  Buchsenleisten KSB0O1
Pluggable terminal
blocks

5,00 & 5,08 mm  Stiftleisten KSS001
Headers

3,50 & 3,81 mm Stiftleisten KSS003
Headers

Buchsenleisten
Pluggable terminal
connector

Coding Pins

3,50 & 3,81 mm Kodierung integriert

coding pins included

Misplugging is possible where there are open ended head-
ers, several PCB connectors on one PCB or when connecting
several terminal connectors to one header. This can be pre-
vented by using coding pins in either or both the terminal
connector and header without pole loss. This “coding” can
be removed or changed at any time.
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