XY2500F-AS(5.0)

Poles:Any poles(2-22P)
Pitch:5.0mm 5.08mm

N

5.0 vy
.-}.DEMHH

+_ 1
=
+ 2%,
——h b O O
50 |
5,08
— Ny ——
A = =y
(&) (o) f-‘{: N (@) -C-;.J |
) = e oo S o o
o ] [
i ] 7/
|"I L

Ksvk 5.08# xx X2500F-Bs
Ksvk 5# xx X2500F-As

FREMIC

Semic Trade, s.r.o., Volutova 2521/18, 158 00 Praha 5

Telephone: +420 251 625 331,
E GSM: +420 605 999 994 Fax:+420 251 626 252, 251 626 393

251625332, 251625377

XY2500F-BS(5.08)

Voltage Rating: 300V

Current Rating: 124

Wire range: 18-12AWG 2.5mm’

Housing: PAGE (UL 94V-0)

Wire Cage: Brass(Nickel Plated)or
Steel(Zinc Plated)

Clamp: Phosphor Bronze,Nickel Plated

Screw: M2.5,Steel{A3),Zinc Plated

Torgue: 0.4N.m

HEBRE: 300V

BERE: 12A

(ER&ZE: 18-12AWG 2.5mm’
B BA66 (UL94V-0)
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