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pmi i Specification:
) =) i Contact Resistance: 30m Ohm Max.
[{E25 8 t Resist |
© E*/ /—@ Insulation Resistance: 1000M Ohm Min. At 500VDC.
A Rated Voltage And Current: 1.5A At 250VAC Minimum.
i ——— ] Dielectric Withstanding Voltage:750V AC (rms) for 1 Minute(Rev. 1.1).
L 1,233 | Durability (Life Test): 1500 Cycles.
(S Insertion Force: 35 Newtone Maximum.
125 Extraction Force: 10 Newtone Minimum.
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1 HOUSING PRT G, WHITE 1 Czech Republic fax: +420 251 626 252, 393
2 | PIN TERM, |PHOS. BRONZE,T0.25 |GOLD-TIN PLATED| 8 [owi-3us Nido-sousThizow | e =t [0Thy [PRTWE & &
3 SHELL BRASS,T0.3 | NICKEL PLATED | 1 | NI8O~120u’ T o8 34| D82 | GEreriE eeiD FLATIHOWATE UOLGR REHE
4 | SPRING CLIP BRASS,T:0.3 NICKEL PLATED 1 | NI:80~120u” £ R Hedy ONIT SIZE.
5 SPEACER PE NATURAL P DATE #l%& 8 o MM HIRRT A4 PART NO.
- |2012/08/03 [#% ,,, [x% o |# % C8317-08CFSSWOR
1 2 | 3 | 4 5 6 | 7 I 8






