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Semic Trade, s.r.o., Volutova 2521/18, 158 00 Praha 5

FREMIC

E GSM: +420 605 999 994 Fax:+420 251 626 252, 251 626 393

Applications:

Flexible multicolour cables for wiring and

electronics.

Characteristics:
Conductors:
Cond. insulation:
Core colours:

stranded in O.F.C. red copper
PVC

White, Pink, Light-blue,
Yellow, Bright-orange,

Grey, Green, Red, Violet,
Blue, Brown, Black

Conductor Max rated Operative

Resistance Voltage Temperature

Q/Km = 5% AC-V °C
60 49 -15/+70
60 49 -15/+470
60 49 -15 /470
60 49 -15/+70
60 49 -15/+70
60 49 -15/+70

Applications:

Flexible sheathed cables for wiring and

electronics.

Characteristics:
Conductors:
Cond. insulation:
Core colours:

External Sheath:

stranded in O.F.C. red copper
PVC

Brown, Blue, Black,
Yellow/green, Red, White,
Yellow, Grey, Bright-orange,
Green, Violet, Pink,
White/red, White/black,
White/blue, White/green,
White/brown, White/yellow,
White/violet, Blue/red,
Blue/black, Blue/green,
Blue/brown, Blue/yellow
PVC

Sheath colour:  Black

Conductor Max rated Operative

Resistance Voltage Temperature

Q/Km + 5% AC-V °C
75 49 -15/+70
75 49 -15/+70
75 49 -15/+70
75 49 -15/+70
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