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(Structure & electric properties)
Product Description
Tinned, annealed, stranded or Solid copper
conductor, 32-16AWG.
(Conductor) (Insulation) Lead Free SR-PVC Insulation.
Rated temperature: 80°C; Rated Voltage:300V.
Uniform thickness of wire to ensure easy stripping.
And cutting.
Passes UL VW-1 & CSA FT1 Vertical Flame Test.
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CSA ALY W i BhE ollenrl:nce Conductor | Insulation
S Temp | Voltage G i Thickness |  0.D. Resistance | Potential
IA © v AWG | NO./mm i S O/km Strength
32| 70080 | 023 0.75 £0.05 030 | |
0 7/0.100 0.23 0.80 E £0.05 397.0
- 28 7/0.127 023 | 0.90 +0.05 248.0
4 26 7/0.160 023 | 100 £0.05 1520 |
E B | osc | 300v 24 [ 110060 | 023 | 11§ £0.05 88.6 2000
2 4 2 | 170060 | 023 | 130 | 005 62.5
20 | 200480 | 023 | 150 £0.08 39.5
I 18 7}4/0.180 0.23 1.70 +0.0§ 244
16 26/0.254 0.23 | 2.00 +0.05 15.6
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1.PRODUCTS : 3.NO.OF AWG: 6.COVER COLOR: 8.FILL IT WITH'O"

L:Wires 08/10/12/14/16/ B:Black wiya

o a ol e o 9.FILL IT WITH'O

2.SERIES NO.: 28/30/32 W:white

1007:UL1007 Wire L:Blue

1010:UL1010 Wire 4.UL STYLE: ey

1015:UL1015 Wire Y:UL C:Beige

1028:UL1028 Wire N:NON UL R:Red

1032:UL1032 Wire :

1061:UL1061 Wire 5.TYPE: ;:;ﬁ:i:w

1095:UL1095 Wire S:Stranded V:violet

1316:UL1316 Wire T:Top-coated P:Pink

1430:UL1430 Wire L:Solid A:Orange

1431:UL1431 Wire H:Light Grey

1569:UL1569 Wire B:Yellow/Green

15671:UL1571 Wire (Straight Line)

1617:UL1617 Wire 9:Yellow/Green

1618:UL1618 Wire (Spiral Line)

1330:UL1330 Wire

1331:UL1331 Wire 7.LENGTH:

1332:UL1332 Wire A:1000 Feet/Roll

1333:UL1333 Wire B:2000 Feet/Roll

1185:UL1185 Wire
2854:UL2854 Wire
1533:UL1533 Wire
2547:UL2547 Wire
1691:UL1691 Wire
2791:UL2791 Wire
3239:UL3239 Wire
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