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MATERIAL
A+0.3 Contact Pin : Phosphor Bronze
’ Insulator: NYLON 6T or 9T
| | 8 oo SPECIFICATION
Pin 2 N 0000 n0onaoan ' Current Rate : 1 AMP
e O R Insulation Resistance : S000MOMin.
] @) Contact Resistance : 20mfMax.
. Dielectric Voltage : AC 500V for one minute
Pin 1 U U U000 4o g gt Operation Temperature : —40°C to + 105°C
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o
M
_L < POLES [DIM A |DIM B [POLES|DIM A [ DIM B [POLES| DIM A [ DIM B
SIsgi= B EHYEYHYEHYH T 16 32.00 | 30.00 | 31 62.00 | 60.00
J—U d\\Pm 0.5x0.2+0.02 2 4.00 | 2.00 | 17 34.00 | 32.00 | 32 | 64.00 | 62.00
1.00 B—20 3 6.00 | 4.00 | 18 36.00 | 34.00 | 33 | 66.00 | 64.00
(B-2.0) 4 8.00 | 6.00 | 19 38.00 | 36.00 | 34 | 68.00 | 66.00
5 10.00 | 8.00 | 20 | 40.00 | 38.00 | 35 | 70.00 | 68.00
6 12.00 [10.00 | 21 42.00 | 40.00 | 36 | 72.00 | 70.00
7 14.00 [12.00 | 22 | 44.00 | 42.00 | 37 | 74.00 | 72.00
B | 8 16.00 [14.00 | 23 | 46.00 | 44.00 | 38 | 76.00 | 74.00
500 O.89——‘<— 9 18.00 [16.00 | 24 | 48.00 | 46.00 | 39 | 78.00 | 76.00
10 20.00 [18.00 | 25 | 50.00 | 48.00 | 40 | 80.00 | 78.00
g 11 22.00 [20.00 | 26 | 52.00 | 50.00
I:I |:| D |:| D D D |:| D 12 24.00 [22.00 | 27 | 54.00 | 52.00
0 91.20 13 26.00 [24.00 | 28 | 56.00 | 54.00
o) 550 14 28.00 [26.00 | 29 | 58.00 | 56.00
o — L~ 15 30.00 [28.00 | 30 | 60.00 | 58.00
|:| |:| |:| |:| |:| |:| |:| |:| |:| SEMIC TRADE, s.r.o. WWW.semic.cz
] L | E S E M I C Volutova 252118 semic@semic.cz
158 00 Praha’5 tel.: +420 251 625 331,332, 377
2.55 (B—Z 0) Czech Republic fax: +420 251 626 252,393
’ 'APPD. E] TOLERANCE PARTNAME & %
A3 BEAE
HELEN sg 0 030 2.0mm FEMALE HEADER DUAL ROW SMT TYPE
Recommended P.C.B Layout oW RH g g |0 H0® 2XXXP W/ LOCATING PEG
#® ABBY T E INSULATOR HEIGHT:4.5mm W/O PAD ROHS
DATE #l% 8 ,;i(:: MM :\jk* A4 PART NO.
2016/11/04 [ % 4 of 1|% % A P C6802-XXBDXAYXR
1 | 2 3 | 5 6 | 7 8




C| 6802|—| 06 | B|D|G|H|Y|T|R

1 2 3 4 5 6 7 8 9 10
1.PRODUCTS: 5.CONTACT TYPE: 7.INSULATOR HEIGHT: 8.BODY OPTION:
C:Connector D:S.M.T. H:4.0mm(W:4.0mm) Y:W/ Locating Peg
2.SERIES NO.: 6.CONTACT PLATING: L:4.2mm(W:4.0mm) N:W/0 Locating Peg
6802 T:Tin A:4.5mm(W:4.0mm) 9.0THERS:
3.CONTACT NO.: S:Selective Gold C:4.3mm(W:2.4mm T:Tube Packing
02(1x2)~-40(1x40) G:Gold Flash Single Row Only) R:Reel Packing
06(2x3)-80(2x40) D:4.5mm(W:2.0mm P:PAD+Tube Packing
4.ROW TYPE: Single Row Only) Q:PAD+Reel Packing
A:Single Row A Type C:FILM+Tube Packing
C:Single Row B Type 10.R:ROHS
B:Dual Rows
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