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SPECIFICATION

Current Rating:1Amp

Insulator Resistance:5000 Megohms Min.

Contact Resistance: 20 Milliohms Max.

Dielectric Withstanding: AC 500V

Operating Temperature: —40°C~+105°C

Max Processing Temp:230'C For 60 Seconds
260°C For 10 Seconds

Insulator Material: Polysphor,UL 94V-0

Standard: Nylon—6T
Contact Material: Phosphor Bronze.
Finish: Gold Flash All Over

Pins A B Pins A B

2x01 2.0 ——= |l 2x21 | 42.0 | 40.0

2x02 4.0 2.0 || 2x22| 44.0 | 42.0

2x03 6.0 4.0 | 2x23| 46.0 44.0

2x04 8.0 6.0 || 2x24 | 48.0 46.0

2x05| 10.0 8.0 || 2x25| 50.0 48.0

2x06| 12.0 | 10.0 || 2x26| 52.0 | 50.0

2x07 | 14.0 12.0 | 2x27| 54.0 52.0

2x08| 16.0 14.0 |l 2x28| 56.0 | 54.0

2x09 | 18.0 16.0 || 2x29| 58.0 56.0

2x10 | 20.0 | 18.0 || 2x30| 60.0 | 58.0

2x11 | 22.0 | 20.0 || 2x31 | 62.0 | 60.0

2x12 | 24.0 | 22.0 || 2x32| 64.0 | 62.0

2x13 | 26.0 | 24.0 | 2x33| 66.0 64.0

7.00+0.2

.| xOPTION
W/ LOCATING PEG
W/O LOCATING PEG | [2a7 | 340 | 32.0 | 2x37| 740 | 72.0

2x14 | 28.0 | 26.0 || 2x34| 68.0 66.0

2x15 | 30.0 | 28.0 || 2x35| 70.0 | 68.0

2x16 | 32.0 | 30.0 | 2x36| 72.0 70.0

Contacts/2—2)+0.15

2x18 | 36.0 | 34.0 || 2x38| 76.0 74.0

2x19 | 38.0 | 36.0 || 2x39| 78.0 | 76.0

2x20| 40.0 | 38.0 || 2x40| 80.0 | 78.0

ROHS

Compliant
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SEMIC TRADE, s.r.0.
Volutova 2521118
158 00 Praha5s
Czech Republic

Www.semic.cz
semic@semic.cz
tel.: +420 251 625 331, 332, 377
fax: +420 251 626 252, 393
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C| 6802|—| 06 | B|D|G|H|Y|T|R

1 2 3 4 5 6 7 8 9 10
1.PRODUCTS: 5.CONTACT TYPE: 7.INSULATOR HEIGHT: 8.BODY OPTION:
C:Connector D:S.M.T. H:4.0mm(W:4.0mm) Y:W/ Locating Peg
2.SERIES NO.: 6.CONTACT PLATING: L:4.2mm(W:4.0mm) N:W/0 Locating Peg
6802 T:Tin A:4.5mm(W:4.0mm) 9.0THERS:
3.CONTACT NO.: S:Selective Gold C:4.3mm(W:2.4mm T:Tube Packing
02(1x2)~-40(1x40) G:Gold Flash Single Row Only) R:Reel Packing
06(2x3)-80(2x40) D:4.5mm(W:2.0mm P:PAD+Tube Packing
4.ROW TYPE: Single Row Only) Q:PAD+Reel Packing
A:Single Row A Type C:FILM+Tube Packing
C:Single Row B Type 10.R:ROHS
B:Dual Rows

Semic Trade, s.r.o., Volutova 2521/18, 158 00 Praha 5 ( d  wwwsemnicicz
Telephone: +420 251 625 331, 251 625332, 251625 377 f semic@semic.cz
GSM: +420 605 999 994 Fax:+420 251 626 252, 251 626 393 \__= / -





