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REV. DESCRIPTION DRAWN CHECKED APPROVED A
A NEW RELEASE HP 25/06/05
N=No. of contacts/2
NOTES: B
_ *
(N=1)*1.27+1.59+03 1. SPECIFICATIONS
. Current Rating: 1A
. Insulation Resistance: 500MQ Min |
. Dielectric Withstanding: 300V AC
) O o i f  Contoct Resistonce: 30m0 Mox
. Operating Temperature: —40°C to+105°C
) O o i f 2 MATERILS c
. Contact Material: Copper alloy
. Insulator: Thermoplastic(UL94 V-0)
3.PART NUMBER: DS1065-03 —
3.10 4.PRODUCT NUMBER CODE:
DS1065-03 — X X X X X
L D
MOUNTING TYPE
V:V/T TYPE
(@]
< HOUSING COLOR ||
< B:BLACK
CONTACT PLATING
d 8: FULL GOLD FLASH E
% CONNECTOR TYPE
N S:SOCKET B
- No.OF CONTACTS
2%1-2%40
1.2/40.1 PIN 0.40*0.15 ‘ ‘ 1.2/740.1
(N=1)*1.27+0.2 F
Kxd 1.27#xxSG-4833D
G
GENERAL TOLERANCE ANGLE TOLERANCE [ PROJECTION @—G TITLE | FEMALE HEADER PITCH 1.27mm TYPE
X. +0.60 X. 45 UNITS mm WITHOUT POLARIZATION V/T TYPE |
X +0.38 X +3 SHEET SIZE A4 SERIES | DS1065-03
XX +0.25 XX 2 SEMIC TRADE, s.r.0. www.semic.cz
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