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C=(CONTACTS/2-1)X2.0

P~ 5 5 Specifications
- FIN 0:5%50 l’—] Current Rating: 3Amp
Insulation Resistance: 1000MQ Min.
Dielectric Withstanding:  600VAC
=) Contact Resistance: 20mQ Max.
Operating Temperature:—40'C to +105'C
3 ~ Materials
@ Contact Material: Copper alloy

Insulator Material:Polyester, UL94V-0
6.2 NYLON-6T
Semic Trade, s.r.o.
E M I Volutova 2521/18 WwW.semic.cz
15800 Praha 5 semic@semic.cz

Czech Republic tel.; +420 251625 331, 332, 377
No.of | Dimension Information] [~ No. of | Dimension Information] [~ No. of | Dimension Information] [~ No. of | Dimension Information
PinsRow [ C D PinsiRow [ C D Pins/Row [ C D Pins/Row | C D

03 .00 620 2400 | 2620 23 4400 | 4620 33 64.00 | 66.20

04 00 820 2600 | 2620 24 4600 | 4820 34 6600 | 66.20

05 00 | 10.20 2800 | 3020 25 4800 | 5020 35 68.00 | 70.20

06 .00 2.20 3000 | 3220 26 5000 | 52.20 36 7000 | 7220

07 .00 | 1420 00 | 3420 27 5200 | 5420 37 7200 | 7420

Recommended P.C.Board 08 00| 16.20 3400 | 36.20 28 5400 | 56.20 38 7400 | 76.20

09 00 20 00 | 3820 29 5600 | 58.20 39 7600 | 7820

Layout 10 00| 2020 20 00| 4020 30 5800 | 6020 40 7800 | 8020
11 2000 | 2220 21 00 | 4220 31 60.00 | 6220
12 2200 | 2420 22 00 | 4420 32 6200 | 6420
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