
LED NUMERIC DISPLAY

14.20mm(0.56inch) Four Digit Display
REV:C

DATE:2005/4/28

2SELECTION GUIDE AND APPLICATION INFORMATION: TA=25°C
Wave

Absolute Maximum
Ratings

Electro-Optical
Characteristics

Length Dl Pd IF IF VF IF Iv(mcd)
Device No Other Device No

C.A.
or
C.C.

CHIP
Emitted
Color

lp(nm) (nm) (mW) (mA) (Peak) Typ Max (Rec) Typ
HDA-5642 BQ-M515Rx Hi-Red 700 90 40 15 50 2.1 2.5 5 ~10 1.5
HDA-5643 BQ-M512Rx Green 568 30 80 30 150 2.1 2.5 10 ~20 3.5
HDA-5644 BQ-M513Rx Yellow 585 35 80 30 150 2.1 2.5 10 ~20 2.5
HDA-5645 BQ-M514Rx Hi-Eff Red 635 45 80 30 150 2.0 2.5 10 ~20 3.5

HDA-5646DR BQ-M516Rx Super Red 660 20 80 30 150 1.8 2.5 10 ~20 6.5
HDA-5646CR BQ-M51DRx

C.A.

Super Red 660 20 80 30 150 1.8 2.5 10 ~20 7.5
HDC-5642 BQ-N515Rx Hi-Red 700 90 40 15 50 2.1 2.5 5 ~10 1.5
HDC-5643 BQ-N512Rx Green 568 30 80 30 150 2.1 2.5 10 ~20 3.5
HDC-5644 BQ-N513Rx Yellow 585 35 80 30 150 2.1 2.5 10 ~20 2.5
HDC-5645 BQ-N514Rx Hi-Eff Red 635 45 80 30 150 2.0 2.5 10 ~20 3.5

HDC-5646DR BQ-N516Rx Super Red 660 20 80 30 150 1.8 2.5 10 ~20 6.5
HDC-5646CR BQ-N51DRx

C.C

Super Red 660 20 80 30 150 1.8 2.5 10 ~20 7.5
Remark 1: Selection of Surface Color and Segment.

GW: Gray Surface & White Segment.
BW: Black Surface & White Segment.
BR: Black Surface & Red Segment.
RR: Red Surface & Red Segment.

GGn: Gray Surface & Green Segment.
BGn: Black Surface & Green Segment.
GY: Gray Surface & Yellow Segment.
BY: Black Surface & Yellow Segment.

2ABSOLUTE MAXIMUM RATING:

TA=25°C
Reverse Voltage : 5V Parameter Description Symbol Unit
Reverse Current(VR=5V) : 10uA Spectral Line Half-With Dl nm
Operating Temperature Range : -40 ~ +85°C Power Dissipation Pd mW
Storage Temperature Range :-40 ~ +100°C Peak Forward Current(duty 1/10,10kHz) IF(peak) mA
Lead Soldering Temperature :260°C for 5 seconds Recommended Operation Current IF(Rec) mA

(1.6mm(1/16inch) from body Average Luminous Intensity(IF=10mA) Iv ucd

RoHS

Conformity
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LED NUMERIC DISPLAY

PACKAGE DIMENSIONS:

14.20mm(0.56inch) Four Digit Display

NOTE:
1.All dimensions are in millimeter.
2.Tolerance is 0.3mm unless otherwise noted.

PIN CONNECTION AND INTERNAL CIRCUIT

HDC-564x HDA-564x

DEVICE NO: HDx-564x DATE: 2005/4/28 REV: C
DWG NO: HD564 DWN: C.Y.LIN CHK: Dundee


