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Product features 13.50
Good heat dissipation, low light failure
Low impedance high lumen high light efficiency
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Beam angle: 120°C

Dimensions: 13.5mm*13 Smm*1.00mm -
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Emitting surface size: 11.2mm ,;q./ peats
Lead free and RoHS compliant Sulphation corrosion resistance Unit:mm

Application:
Down light, Track light. Spot light
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Product features

Good heat dissipation, low light failure

Low impedance high lumen high light efficiency
Beam angle: 120°C

Dimensions: 19.0mm*19.0rmm*1.00rmm

Emitting surface size : 17, 00mm

Lead free and RoHS compliant Sulghation corrosion resistance
Application:

Down light, Track light, Spot light
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Product Color Power Circuit Min  Max A Min  Max Min | Max

GT-COBI9F-10W White 1w 10cze 30 32 300 90 2o 70 %0 7

GT-COB19F-15W White 15W 15028 45 48 300 90 130 70 90 2700K | 7000K
GT-COBIgF-1BW White e 18c28 54 a7 300 € 120 70 90 2700K: 7000K
GT-COBI9F-20W  White 200 10C48 30 32 &00 0 130 70 90 2700K | 7000K
GT-COBI9F-24W  White 24W 8CeB. 75 B0 900 90 120 70 90 2700K  7000K

PAGE/11

Min Max Min  Max
GT-COBTF-3W White 3w 3C28 ] o 300 90 130 70 90 2700K  7000K
GT-COB13F-5W White SW 5C2B 15 7 300 90 130 70 90 2700K  7O00K
GT-COBBBF-TW White W JC2B 21 23 300 90 130 70 90 2700K 7000k
GT-COB13F-10W Whits ow 10C2B 30 32 300 90 130 o 90 2T00K  7000K
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Product features:

Good heat dissipation, low light failure

Low impedance high lumen high light efficiency

Beam angle: 120°C

Dimengions: 28.0mm*28 0rmm™*1.00mm 02450~ _
Ermitting surface size: 24.50mm

Lead free and RoHS compliant sulphation corrosion resistance

Application:
Downlight, Track light. Spot light

Product Color Power Circuit Min  Max
GI-COB28F-20W  White 200 10C4B 300 32 90 130
GT-COB28F-30W White 30W 10CEE 30| 32 90 130
GT-COB28F-40W  White A0W 1oceB 30 32 20 130
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Product features:

High Luminous with high efficiency
Long operating life

Cool bearn, safe to the touch

Lead free and RoHS compliant
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0 90 2700K  7000K
70 90 2700k 7OOOK
70 90 2700K  7000K

Application
Portable lighting, Spot lighting, General lighting, Other
lighting
Product Coler Power MA Min  Max Max Max
GT-HPIWW White W 350 0 34 2700 7000 100 160
GT-HPIWW Wihite 3w 700 35 38 2700 7000 180 260
GT-HPIWR Red 13w 350-700 22 | 24 620 630 40 60
GT-HPIWG Green 3w 350-700 28 32 515 525 &0 100
GT-HPIWE Blue 13w 350-700 0 34 450 470 25 35
GT-HPIWY Yellow W 350-700 30 34 585 585 50 70
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