Kingbright

T-1 (3mm) BLINKING LED LAMP

Features

oT-1 PACKAGE WITH RECTANGULAR BASE.
eWITH BUILT-IN BLINKING IC.

eOPERATION VOLTAGE FROM 3.5V TO 14V.
eBLINKING FREQUENCY FROM 3.0Hz TO 1.5Hz.

Package Dimensions

L-36BSRD-B SUPER BRIGHT RED

Description

The Super Bright Red source color devices are made
with Gallium Aluminum Arsenide Red Light Emitting
Diode.
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Notes:

1. All dimensions are in millimeters (inches).

2. Tolerance is +0.25(0.01") unless otherwise noted.

3. Lead spacing is measured where the lead emerge package.
4. Specifications are subject to change without notice.
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Kingbright

Selection Guide

Iv (mcd) Viewing
Part No. Dice Lens Type V=V Angle
Min. Typ. 201/2
L-36BSRD-B SUPER BRIGHT RED(GaAlAs) RED DIFFUSED 110 200 60°

Note:
1. 81/2 is the angle from optical centerline where the luminous intensity is 1/2 the optical centerline value.

Electrical / Optical Characteristics at T,=25°C

Symbol Parameter Device Min Typ Units Test Conditions
Apeak Peak Wavelength Super Brigt Red 660 nm
AD Dominate Wavelength Super Brigt Red 640 nm
AN/2 Spectral Line Half-width | Super Brigt Red 20 nm
IF Forward Current Super Brigt Red 8 22 mA .IMJF? ::\\//::g\'/sv
Ison Supply Current Super Brigt Red 8 mA VF=3.5V
Ison Supply Current Super Brigt Red 44 mA VF=14V
f Blink Frequency Super Brigt Red 3 Hz VF=3.5V
f Blink Frequency Super Brigt Red 1.5 Hz VF=14V
Absolute Maximum Ratings at T.=25°C
Parameter Super Bright Red Units
Power dissipation 310 mwW
Forward Voltage (max.) 14 \%
Reverse Voltage 0.5 \Y

Operating Temperature -40°C To +70°C

Storage Temperature -40°C To +85°C

Lead Solder Temperature [1] 260°C For 5 Seconds

Note:
1. 2mm below package base.
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SPATIAL DISTRIBUTION

Semic Trade, s.r.o., Volutova 2521/18, 158 00 Praha 5 WWw.semic.cz
Telephone: +420 251 625 331, 251625332, 251625 377
T E

semic@semic.cz
GSM: +420 605 999 994 Fax:+420 251626 252, 251 626 393




	Signature1: COSDictionary{COSName{Type}:COSName{Sig};COSName{Name}:COSString{YANGSHOUFEN};COSName{Reason}:COSString{Document is certified};COSName{Location}:COSString{};COSName{M}:COSString{D:20030104133509+08'00'};COSName{ADBE_PwdTime}:COSInt{2};COSName{Filter}:COSName{Adobe.PPKLite};COSName{SubFilter}:COSName{adbe.x509.rsa_sha1};COSName{R}:COSInt{65539};COSName{Cert}:COSString{0‡�}0‡�'€�������ØÑÐ�0
�	*ƒHƒ÷
�����0E1�0	��U����US1�0���U�
�
KINGBRIGHT1�0	��U����421�0���U����YANGSHOUFEN0˚�
010916112545Z�
060915112545Z0E1�0	��U����US1�0���U�
�
KINGBRIGHT1�0	��U����421�0���U����YANGSHOUFEN0\0
�	*ƒHƒ÷
������K�0H�A�¾vË�ÀOørWÂ˚�qçłrs´×~Ä$x(ÔY¶TušDD‹î‰ñšUrÝtm©ﬂ˛-ÃY6è�ä†�ﬁ8�&£¿ëq!O�����0
�	*ƒHƒ÷
������A��(˙LÃOÌ�ö#lL	&ÞÊł€°ƒpÐ�ÓÃ�òYîžw�éV€Ú½	v˙ê�gn-îp˘ÒÝ&²Tqzø]ŽjBër�H};COSName{Contents}:COSString{�@�æ{eµ³ñÅ‡L·õÀïÐ�ýı9y¤mêoªZ5"@R]�SŒ˝t€õÂœ‰Â¬’�š³5l�@
�`ˆÄ�¥˝hı,~‚���};COSName{ByteRange}:COSArray{COSInt{0};COSInt{76238};COSInt{76378};COSInt{947};};}



