REV. DESCRIPTION DATE APPROVED
F | Engineering Update w/o Changes 03/10/04| M. C.
G | VLP-700-R/F Obsolete. 03/02/09] T.Y.
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0060 [1.5mm] PART NO. | OVERALL HEIGHT | X = HEIGHT FACE
VLP-200-R/F | 0.200" (5.1mm) 0.095" (2.4mm)
VLP-XXX-R VLP-250-R/F | 0.250" (6.4mm) 0.145" (3.7mm)
ROUND FACE VLP-300-R/F | 0.300" (7.6mm) 0.195" (5.0mm)
VLP-350-R/F | 0.350" (8.9mm) 0.245" (6.2mm)
VLP-400-R/F | 0.400" (10.2mm) | 0.295" (7.5mm) | o\
0.160 [4.1mm] o 024+.003 VLP-450-R/F | 0.450" (11.4mm) | 0.345" (8.8mm) | ___ -
0.080 [2.0mm] / 7-.002 VLP-500-R/F | 0.500" (12.7mm) | 0.395" (10.0mm)
4 ‘ VLP-550-R/F | 0.550" (13.9mm) | 0.445" (11.5mm)
—+—t  0.136 [3.5mm] L VLP-600-R/F | 0.600" (15.2mm) | 0.495" (12.6mm)
! f i | VLP-640-R/F | 0.640" (16.3mm) | 0.535" (13.6mm)
VLP-XXX-E VLP-650-R/F | 0.650" (16.5mm) | 0.545" (13.8mm)
Recommended Mounting Holes FLAT FACE

2. MATERIAL: POLYCARBONATE, 94V-HB, CLEAR. BIVAR MATERIAL CODE 49-CR.
ENTEC HYLEX POLYCARBONATE P1017L CLEAR.
1. GENERAL SPECIFICATIONS: BIVAR MOLDED COMPONENT SPECIFICATION BV00-E101.
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