
 

 
LF Series Fixed Inductors 

 
 
 
 
 
 
 
 
 

 

 

● Suitable for general high-frequency circuits such as audio-video equipment 

● Automatic insertion is applicable with axial or radial taping 

● Flame retarant coating 

● Various types of forming are available 

 
 
 

●PDA,notebook,desktop,and server application power supplies. 

●Switchs and servers 

●Audio-video equipment 

 
 
 
 
 
 
 
 
                
 
 
 
 
 
 
 
 
 

 
 



 

 

Part 
Number 

Dimensions (mm) 

L(mm) ФD(mm) H(mm) Фd(mm) 

LF0204 Max 3.4 Max 2.3 Min 22 0.45 

LF0307 Max 7.0 Max 3.0 Min 28 0.50 

LF0410 Max 10.5 Max 4.0 Min 26 0.55 
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          Symbol for high-frequency inductir 

         Symbol for fixed inductor 

         Inductance: R47-0.47uH  4R7-4.7uH  470-47uH   

       

 
 
 
 

● LF0410  TYPE 

Part Number 
Inductance 
（uH） 

Tolerance Q Min 
Test 

Frequency
（MHz/V） 

SRF(Mhz)
min 

Resistance 
Max(Ω) 

Rated Current 
Max（mA） 

LF0410-R10□ 0.10 
J.K.M 

20 25.2 300 0.09 1400 

LF0410-R12□ 0.12 
J.K.M 

20 25.2 300 0.09 1400 

LF0410-R15□ 0.15 
J.K.M 

20 25.2 300 0.09 1400 

LF0410-R18□ 0.18 
J.K.M 

20 25.2 300 0.09 1400 

LF0410-R22□ 0.22 
J.K.M 

45 25.2 270 0.10 1400 

LF0410-R33□ 0.33 
J.K.M 

45 25.2 250 0.11 1320 

LF0410-R47□ 0.47 
J.K.M 

45 25.2 220 0.12 1280 

LF0410-R56□ 0.56 
J.K.M 

45 25.2 200 0.13 1200 

LF0410-R68□ 0.68 
J.K.M 

45 25.2 190 0.14 1150 

LF0410-R82□ 0.82 
J.K.M 

45 25.2 172 0.15 980 

LF0410-1R0□ 1.0 
J.K.M 

45 25.2 157 0.21 980 

LF0410-1R2□ 
1.2 J.K.M 

50 7.96 144 0.23 930 



 

Part Number 
Inductance 
（uH） 

Tolerance Q Min 
Test 

Frequency
（MHz/V） 

SRF(Mhz)
min 

Resistance 
Max(Ω) 

Rated Current 
Max（mA） 

LF0410-1R5□ 
1.5 J.K.M 

55 7.96 131 0.24 920 

LF0410-1R8□ 
1.8 J.K.M 

55 7.96 121 0.25 900 

LF0410-2R2□ 
2.2 J.K.M 

55 7.96 110 0.27 880 

LF0410-2R7□ 
2.7 J.K.M 

60 7.96 100 0.28 860 

LF0410-3R3□ 
3.3 J.K.M 

65 7.96 94 0.30 840 

LF0410-3R9□ 
3.9 J.K.M 

65 7.96 86 0.32 830 

LF0410-4R7□ 
4.7 J.K.M 

70 7.96 80 0.36 780 

LF0410-5R6□ 
5.6 J.K.M 

70 7.96 74 0.38 760 

LF0410-6R8□ 
6.8 J.K.M 

75 7.96 68 0.42 730 

LF0410-8R2□ 
8.2 J.K.M 

80 7.96 48 0.46 700 

LF0410-100□ 
10 J.K.M 

75 7.96 38 0.49 500 

LF00410-120□ 12 J.K.M 75 2.52 25 0.63 480 

LF00410-150□ 15 J.K.M 70 2.52 16 0.72 460 

LF0410-180□ 18 J.K.M 65 2.52 14 0.77 430 

LF0410-220□ 22 J.K.M 60 2.52 9.9 0.84 410 

LF0410-270□ 27 J.K.M 55 2.52 7.6 0.94 390 

LF0410-330□ 33 J.K.M 55 2.52 6.3 1.03 370 

LF0410-390□ 39 J.K.M 50 2.52 6.3 1.12 350 

LF0410-470□ 47 J.K.M 45 2.52 6.3 1.22 340 

LF0410-560□ 56 J.K.M 40 2.52 6.2 1.34 320 

LF0410-680□ 68 J.K.M 40 2.52 5.7 1.47 305 

LF0410-820□ 82 J.K.M 35 2.52 5.3 1.62 290 

LF0410-101□ 100 J.K.M 30 2.52 4.8 1.80 275 

LF0410-121□ 120 J.K.M 70 0.796 3.8 3.70 185 

LF0410-151□ 150 J.K.M 70 0.796 3.5 4.20 175 

LF0410-181□ 180 J.K.M 70 0.796 3.3 4.60 165 

LF0410-221□ 220 J.K.M 70 0.796 3.0 5.10 155 

LF0410-271□ 270 J.K.M 65 0.796 2.8 5.80 145 

LF0410-331□ 330 J.K.M 65 0.796 2.6 6.40 137 



 

Part Number 
Inductance 
（uH） 

Tolerance Q Min 
Test 

Frequency
（MHz/V） 

SRF(Mhz)
min 

Resistance 
Max(Ω) 

Rated Current 
Max（mA） 

LF0410-391□ 390 J.K.M 65 0.796 2.4 7.00 133 

LF0410-471□ 470 J.K.M 60 0.796 2.25 7.70 126 

LF0410-561□ 560 J.K.M 60 0.796 2.10 9.00 120 

LF0410-681□ 680 J.K.M 55 0.796 1.95 9.40 113 

LF0410-821□ 820 J.K.M 55 0.796 1.85 10.50 105 

LF0410-102□ 1000 J.K.M 50 0.796 1.40 14.00 100 

LF0410-122□ 1200 J.K.M 50 0.252 1.30 16.00 90 

LF0410-152□ 1500 J.K.M 50 0.252 1.00 20.00 85 

LF0410-182□ 1800 J.K.M 50 0.252 0.90 32.00 80 

LF0410-222□ 2200 J.K.M 50 0.252 0.85 35.00 75 

LF0410-272□ 2700 J.K.M 40 0.252 0.80 60.00 70 

LF0410-332□ 3300 J.K.M 40 0.252 0.75 65.00 65 

LF0410-392□ 3900 J.K.M 40 0.252 0.75 71.00 50 

LF0410-472□ 4700 J.K.M 40 0.252 0.70 78.00 50 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

● Packaging Specifications 

 

● Color for each numeral 

 

 

 

 

 

Color 1st color band 2nd color band 3th color band 4th color band 

Black 0 0 100 - 

Brown 1 1 101 - 

Red 2 2 102 - 

Reel Dimensions Reel Dimensions 



 

Color 1st color band 2nd color band 3th color band 4th color band 

Orange 3 3 103 - 

Yellow 4 4 104 - 

Green 5 5 105 - 

Bule 6 6 106 - 

Purple 7 7 107 - 

Gray 8 8 108 - 

White 9 9 109 - 

Gold 10 10 1010 - 

 




