PRODUCT DATA APPROVAL SHEET

Core-CF138ETD3913 Cosmo Ferrites Ltd. -INDIA

Appearance & Shape: To be free from any defect such as flow, burrs, unevenness etc, as per IEC standards.
Effective Parameters irrespective of material grade (per set)

Parameter Value | Unit
Effective Length (L.): 92 mm
Effective Area (A.): 125 | mm*
Effective Area (Ap): 123 | mm®
Effective Volume (V,): | 11500 [ mm’
Approximate weight(m). | 57 | g/set

“Clamping force for AL measurement is 40 £20 N, unless otherwise stated”

ETD3913 Un-gapped (OL)
Test Conditions: 1kHz /1mT/CFR COIL, N=100/25°C

Material |Initial \ - e Py{(W/set) Py{(Wiset) -
Grade  |Permeability(uy) | -~ VAU @H) |4 rox/Set | (100kHz100mT, 100°C) | (100kHz200mT, 100°C) |Ordering code
CF138 2100 £20% 2900 +30%/-20% =1650 =1.38 =6.2 CFI138 ETD3913 OL
ETD3913 Gapped
Test Conditions: 1kHz /300mV/CFR COIL, N=100/25°C
Material Gap Value in 5, T D Orderi d
Grade mm/Pc AL{(nH) e AL(nH) I rdering code
Approx. /Set | Approx./Set Approx. /Set | Approx./Set
CF138 0.2 +0.02 = 639 =374 =334 = 225 CF138 ETD3913 G 0.2 S/T/D
CF138 0.4 +0.05 = 384 =275 =213 = 136 CF138 ETD3913 G 0.4 S/T/D

(E) 12.820.2

G
l | , . |
| 1 P N f
| | 1(?D ?:)Lo 25 -—L-—-—-—’-—-—l—-—-* ————(F)12.840.2
(C)22.20.2 | ay ,j |
| i
i
! i (B) 28.6+1.0 ‘
(A) 39.0+1.4
General Terms 2heckeddBBy: ABKé gutsgomer(’js é“}pprtzval General Terms
H'H pprove y:.bB.o. uthorize ignatory: HH
& Conditions Authorized By: KSR Name: & Conditions
"fl ngf:,\: ;_':0(%2015 Date: g COSMO FERRITES

Semic Trade, s.r.o., Volutova 2521/18, 158 00 Praha 5 www.semic.cz
$ S E M I C Telephone: +420 251 625 331, 251625 332, 251 625 377 semic@semic.cz

DN GSM: +420 605 999 994  Fax:+420 251 626 252, 251 626 393


http://www.semic.cz/
mailto:semic@semic.cz
http://www.semic.cz/
https://www.facebook.com/pages/Semic-Trade-sro/505301076301832
http://www.semic.cz/cz-sekce-obchodni_podminky.html
http://www.cosmoferrites.com/Downloads/Downloads/bcb70e7c-ae33-40ec-a881-0d5120db57b6_GTC.pdf

