@SEMIC L_] EFF2007h.° 10p IS yx&SD update: 29.02.2016 KV

p
@
-7 4, 70— @
@ =—1/ (.30 s) 1 o 80—
gn 0 53— 1 —
@ g 9.30 {;} 4 @ ?3.%
* S 4 | w c|:. r ’:D I 1
T — T ML __\\. (’ & opepr s — _|_ o — L]
S ] 1| @2 3 @
LF' ! 1 J o = — e 1
[
b YNgngnangnoc %J- =
®
L735,004~‘
@ —0.35X1.0
2 1.50 I/_‘\.
Irr ]
% p
DLH WH | Hr |
i | -
=
- [P { Y N
SO
I
U UL
L—-—Ls.?ﬁ @)
Note: Recommended [ =1
(1) All dimensions are in mm CT—T
(2) y = Material Code *) PCB layout = cad ™ | E
(3) x = Temperature Class *) - - .,_T &1l -'u
(4) Tolerance for all dimension: 1 =1
O0<Ls 4:#0,2 mm — |
4 <1 <16:#0,3 mm 2.5 *
16 <L <63:2#0,4 mm e
(5) Pin material: CP wire IZ’ 25.5

(6) Tolerance of Pin Pitch: (0,2 mm)
*) Specification according to BOBBIN-MATERIALS
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