Core EFD 13 TP4A
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CORE PARAMETERS
Effective Length Le 27. 68mm
Effective Cross Area Ae 10. 88mm”
Effective Volume Ve 301. 22mm’
Approx. Weight W 1. 54g/Prs

)

M I Semic Trade, s.r.o., Volutova 2521/18, 158 00 Praha 5 www.semic.cz
Telephone: +420 251 625 331, 251625 332, 251625 377 semic@semic.cz
GSM: +420 605 999 994 Fax:+420 251 626 252, 251 626 393


http://www.semic.cz/
mailto:semic@semic.cz
http://www.semic.cz/
https://www.facebook.com/pages/Semic-Trade-sro/505301076301832

ELECTRICAL CHARACTERISTICS

TESTING

ITEMS SPEC TESTING METHOD
INSTRUMENT

L: 10425%  H IKHZ0.3V.23+3C  10Ts HP4284
INDUCTANCE " St >

) 0.18 W Max 100kHz200mT,100£3°C CH258
POWER LOSS

Q VALUE

DC SUPERPOSITION Lp¢

IMPEDANCE Z

MATERIAL CHARACTERISTICS
MATERIAL: TP4A

CHARACTERISTICS UNIT VALUE

. . . . _ 2400 =25%
INITIAL PERMEABILITY 1

SATURATION MAGNETIC 25C . 510
m

FLUX DENSITY (H=1194A/m) Bs 100°C 300

25CNmwT T 110/60
REMANENT FLUX DENSITY Br "

25CH0C | A/ 3 /6.5
COERCIVE FORCE He L LWL | Alm 1376

RELATIVE LOSS FACTOR Tan & /wi

RELATIVETEMPFACTOR 0 r

. N T 215
CURIE TEMP. Tc

Q 6.5
ELECTRICAL RESISTIVITY P

AP P 3
DENSITY d kg/m 4810
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