Cold Rolled Grain-oriented Electrical Steel

Technical Indexes
Product Specification
Nominal Thickness Nominal Width Inside Diameter Weight
(mm) (mm) (mm) (1)
0.20, 0.23, 0.27, 0.30 800~1200 508 2~5
Dimensional Tolerances
Nominal |Thickness| Transverse Longitudinal Width [|Flatness| Camber
Thickness | Tolerance Thickness Thickness Tolerance 2m
Tolerance Tolerance
(mm) (mm) (mm) (mm) (mm) (%) (mm)
0.20
0.23
+0.020 <0.015 <0.020 0~+1.0 =<1.0 =0.8
0. 27
0. 30
Note: (1) Traverse thickness deviation refers to the thickness difference between

the sheet center and 15mm from the edge.

(2) The longitudinal thickness difference is the difference of the measured

max imum thickness and the minimum thickness in the longitudinal direction

at an arbitrary 2m length of steel on an arbitrary coil.

(3) Please consult us if you have special dimensional requirements.
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Technical Indexes

Standard Electromagnetic Properties

Bs
Piaso
Nominal : : Magnetic
Type Thickness Grade - Gl Induction
L (kg/dm®) (W/ke)
(mm) (m
20SQG080 7.65 0. 80 1.89
0.20
20S0G085 7. 65 0.85 1.89
2350G085 7.65 0.85 1.89
0.23 2350G090 7.65 0.90 1.89
; 2350G095 7. 65 0.95 1.89
High
Magnetic 27S0G090 7.65 0.90 1.89
Induction | ¢ 59 27506095 7.65 0.95 1.89
Type
275QG100 7.65 1.00 1. 89
30SQG100 7. 65 1.00 1.89
0.30 30SQG105 7.65 1.05 1.89
30SQG120 7.65 120 1.89
20SQGD0O70 7.65 0.70 1.89
0.20
20SQGD0O75 7. 65 0.75 1.89
23SQGD075 7.65 0.75 1.89
0.23 235QGD080 7.65 0.80 1.89
Domain
— 2350GD085 | 7. 65 0.85 1.89
High 275QGD085 7.65 0.85 1.89
Magnetic
0.27 27SQGD090 7. 65 0.90 1.89
Induction
Tys 27SQ6D095 | 7.65 0.95 1.89
30SQGD095 7.65 0.95 1.89
0.30
30SQGD100 7. 65 1.00 1.89
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Technical Indexes

Typical Electromagnetic Properties

B
‘ Bisi o
Nominal : } Magnetic
Type Thickness Grade . oL Induction
L (kg/dm®) (W/ke)
(mm) (m
20SQG080 7.65 0.79 1.9
0.20
20SQG085 7.65 0.83 1.90
2350G085 7.65 0.83 1.91
0.23 2350G090 7.65 0.86 1.91
; 23506095 7.65 0.90 1.90
High
Magnetic 275QG0%0 7.65 0.88 1.91
Induction:| ¢ 59 27506095 7.65 0.90 1.91
Type
275QG100 7.65 0.95 1.91
30SQG100 7.65 0.97 1.91
0.30 30S0QG105 7.65 1.00 1.91
30S0G120 7.65 1.05 1.91
20SQGD0O70 7.65 0. 68 1.91
0.20
20SQGD0O75 7.65 0.73 1.90
23SQGD075 7.65 0.73 1.91
0.23 23SQGD080 7.65 0.76 1.91
Domain
Refined 23SQGD085 7.65 0. 80 1.90
High 275QGD085 7.65 0.83 1.91
Magnetic
0.27 27SQGD0?0 7. 65 0.85 1.91
Induction
Type 27SQGD095 7.65 0.90 1.91
30SQGD095 7.65 0.93 1.91
0.30
30SQGD100 7.65 0.95 1.91
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