SPECIFICATION FOR APPROVAL

CUSTOMER: CUST.P/N:
ORDERING CODE][ 2 82mH/60mA DR3W (6x8) K.C.P/N:
(1) SHAPE : A |8.5max mm
White Line. B [12.0max mm
C [10.0£1.5 mm
1 E 10.65+0.05 mm
@ F 13.0+0.5 mm
Bottom View
].E
(2) ELECTRICAL REQUIREMENT! (3) TEST CONDITIONS:

1.INDUCTANCE:47mH=*10%(1KHz/0.25v)(N1)
2.INDUCTANCE:5.62mH=10%(1KHz/0.25v)(N2)
3.INDUCTANCE:82mH=*10%(1KHz/0.25v)(N3)
RDC:163Q(max)(N1)

RDC:81Q(max)(N2)

1.INDUCTANCE :LCR100

2.RDC:HIOKI3540

3.IDC :HP4284A+HP42841A

RDC:244Q(max)(N3) 4. WIRE:®0.05 2UEWx1350.5Ts(ref)N1(1-2)
Current N1=N2:60mA 5.WIRE:®0.05 2UEWx467.5Ts(ref)N1(2-3)
(4) PACKING (5) MATERIAL LIST
IN BULK |:| VACUUM |:| TAPINGREEL [ ITEM |MATERIAL
200 PCS/BAG* BAGS/INNER BO: BOXES/CARTON - PCS|CORE CBC DR3W 6x8
PCS/PLATE* PLATES/CARTON= PCS WIRE @0.05mm
PCS/REEL* TRAYS/CARTON= PCS TUBE UL ®6x10.5mm
LW 0.65 ©
ronl [3300AB-SY
(6)REMARK: Approved by
Checked by
Drawn by 2014/2/21

DWG.NO. 20142001A

Semic Trade, s.r.
E M I Volutova 2521118
158 00 Praha 5
T E

Czech Republic

0. WWw.semic.cz

semic@semic.cz
tel.: +420 251 625 331, 332, 377






