
THE TALEMA GROUP  •  Magnetic Components for ISDN / xDSL / LAN Data Communications

Features
• High attenuation over a wide frequency range
• Low interwinding and coupling capacitance
• Wide inductance range
• Excellent quality at extremely competitive price due to

high volume production
• Manufactured in an ISO-9001:2000, TS-16949:2002

and ISO-14001:2004 certified Talema facility
• Other inductance values available upon request
• Fully RoHS compliant and meets lead free reflow level

J-STD-020C

When ordering Series CD or CQ, use suffix  "F",  "V" or “J”  to designate desired package style.
CDF/CQF  =  Flat package, through-hole
CDV/CQV  =  Vertical package, through hole
CDJ/CQJ  =  Flat package, surface mount

CD & CQ Series CM Interface Chokes for Data and Signal Lines
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A-0.1-__DC 0001 006 52.0 091 005 2 J/V/F A

A-7.1-__DC 0071 055 24.0 002 005 2 J/V/F A

A-2.2-__DC 0022 053 54.0 003 005 2 J/V/F A

A-3.3-__DC 0033 053 05.0 073 005 2 J/V/F A

A-7.4-__DC 0074 053 04.0 006 005 2 J/V/F A

A-8.6-__DC 0086 053 55.0 015 005 2 J/V/F A

A-01-__DC 00001 053 56.0 026 005 2 J/V/F A

A-21-__DC 00021 003 07.0 086 005 2 J/V/F A

A-51-__DC 00051 003 55.0 027 005 2 J/V/F A

A-22-__DC 00022 003 58.0 029 005 2 J/V/F A

A-82-__DC 00082 003 59.0 0201 005 2 J/V/F A

A-33-__DC 00033 003 09.1 0211 005 2 J/V/F A

A-05-__DC 00005 003 53.1 0081 005 2 J/V/F A

A-07-__DC 00007 003 05.2 0012 005 2 J/V/F A

noisserppusesionIMErofsekohCdauQ-seireSQC

B-0.1-__QC 0001 004 03.0 002 005 4 J/V/F B

B-7.1-__QC 0071 053 04.0 062 005 4 J/V/F B

B-2.2-__QC 0022 003 54.0 013 005 4 J/V/F B

B-3.3-__QC 0033 003 05.0 083 005 4 J/V/F B

B-0.5-__QC 0005 003 03.0 034 005 4 J/V/F B

B-8.6-__QC 0086 003 55.0 058 005 4 J/V/F B

B-01-__QC 00001 003 56.0 0601 005 4 J/V/F B

B-21-__QC 00021 052 56.0 0211 005 4 J/V/F B

B-85-__QC 00085 002 04.1 0042 005 4 J/V/F B

B-09-__QC 00009 051 00.2 0514 005 4 J/V/F B

Electrical Specifications @ 25°C
Nominal Voltage: 42Vac (50/60Hz), 80Vdc
Operating Temperature:  -25° to +85°C
Storage Temperature:  -40° to +125°C
Climatic category: according to IEC68-1  25/85/56
Test voltage between windings:  500 Vrms

Test frequency
Nominal Inductance:  measured @ 100kHz/20 mVrms
Leakage Inductance:  measured @ 100kHz, 100mVrms
Test Equipment:  HP4192A

See following page for dimensions , schematics and typical impedance curves



Schematics

Package Style

Dimensions: Inches (Millimeters)                                                                                       Tolerance: ±0.010 (0.25) unless specified otherwise

CDV / CQV

CDF / CQF

Packaging Style and Impedance Performance
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CQx & CDx Series Quad Chokes
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Impedance Performance
CDx & CDx Series Double Chokes
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